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Safety Summaries

General Safety Summary

Review thefollowing safety precautionsto avoidinjury and prevent damage
to this product or any products connected to it.

Only qualified personnel should perform service procedures.

While using this product, you may need to access other parts of the system.
Read the General Safety summary in other system manualsfor warningsand
cautions related to operating the system.

Injury Precautions

Use Proper Power Cord
To avoid fire hazard, use only the power cord specified for this product.

Ground the Product
This product is grounded through the grounding conductor of the power
cord. To avoid electric shock, the grounding conductor must be connected
to earth ground. Before making connectionsto the input or output terminals
of the product, ensure that the product is properly grounded.

Do Not Operate Without Covers
To avoid electric shock or fire hazard, do not operate this product with
covers or panels removed.

Do Not operate in Wet/Damp Conditions
To avoid electric shock, do not operate this product in wet or damp
conditions.

Do Not Operate in an Explosive Atmosphere
To avoid injury or fire hazard, do not operate this product in an explosive
atmosphere.

Avoid Exposed Circuitry

To avoid injury, remove jewelry such as rings, watches, and other metallic
objects. Do not touch exposed connections and components when power is
present.

Product Damage Precautions

Use Proper Power Source

Do not operate this product from a power source that applies more than the
voltage specified.

Provide Proper Ventilation
To prevent product overheating, provide proper ventilation.
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Safety Summaries

Do Not Operate With Suspected Failures

If you suspect there is damage to this product, haveit inspected by qualified
service personnel.

Battery Replacement

To avoid damage, replace only with the same or equival ent type. Dispose of
used battery according to the circuit board manufacturer’ s instructions.

Safety Terms and Symbols

Terms in This Manual

YAN
JAN

These terms may appear in this manual:

WARNING: Warning statements identify conditions or practices that can
result in personal injury or loss of life.

CAUTION: Caution statements identify conditions or practices that may
result in damage to equipment or other property, or which may cause
equipment crucial to your business environment to become temporarily
non-operational.

Terms on the Product

These terms may appear on the product:

DANGER indicates a personal injury hazard immediately accessible asone
reads the marking.

WARNING indicates a personal injury hazard not immediately accessible
as you read the marking.

CAUTION indicates a hazard to property including the product.

Symbols on the Product

A\

S
A\

8

The following symbols may appear on the product:

DANGER high voltage

Protective ground (earth) terminal

ATTENTION —refer to manua
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Service Safety Summary

Service Safety Summary

WARNING: The serviceinstructionsin this manual are intended for

A use by qualified service personnel only. To avoid personal injury, do
not perform any servicing unlessyou are qualified to do so. Refer to all
safety summaries before performing service.

Do Not Service Alone

Do not performinternal service or adjustment of this product unless another
person capabl e of rendering first aid and resuscitation is present.

Disconnect Power

To avoid electric shock, disconnect the main power by means of the power
cord or, if provided, the power switch.

Use Care When Servicing With Power On

Dangerous voltages or currents may exist in this product. Disconnect power
and remove battery (if applicable) before removing protective panels,
soldering, or replacing components.

To avoid electric shock, do not touch exposed connections

Certifications and Compliances

Canadian Certified Power Cords

Canadian approval includes the products and power cords appropriate for
useintheNorth Americapower network. All other power cordssupplied are
approved for the country of use.

FCC Emission Control

This equipment has been tested and found to comply with the limits for a
Class A digital device, pursuant to Part 15 of the FCC Rules. These limits
are designed to provide reasonable protection against harmful interference
when the equipment is operated in acommercial environment. This
equipment generates, uses, and can radiate radio frequency energy and, if
not installed and used in accordance with theinstruction manual, may cause
harmful interference to radio communications. Operation of this equipment
inaresidential areaislikely to cause harmful interferencein which casethe
user will berequired to correct theinterference at hisown expense. Changes
or modifications not expressly approved by Grass Valley can affect
emission compliance and could void the user’ s authority to operate this
equipment.
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Canadian EMC Notice of Compliance

This digital apparatus does not exceed the Class A limits for radio noise
emissions from digital apparatus set out in the Radio Interference
Regulations of the Canadian Department of Communications.

Le présent appareil numérique n’ émet pas de bruits radioélectriques
dépassant les limites applicables aux appareils numériques de la classe A
préscrites dans le Réglement sur |e brouillage radioélectrique édicté par le
ministére des Communications du Canada.

EN55103 1/2
Class A Warning

This product has been evaluated for Electromagnetic Compatibility under
the EN 55103-1/2 standards for Emissions and Immunity and meets the
requirements for E4 environment.

This product complies with Class A (E4 environment). In adomestic
environment this product may cause radio interference in which case the
user may be required to take adequate measures.

FCC Emission Limits

This device complieswith Part 15 of the FCC Rules. Operation is subject to
the following two conditions: (1) This device may not cause harmful
interference, and (2) this device must accept any interference received,
including interference that may cause undesirable operation.

Laser Compliance

Laser Safety Requirements

ThedeviceusedinthisproductisaClass 1 certified laser product. Operating
this product outside specifications or altering its original design may result
in hazardous radiation exposure, and may be considered an act of modifying
or new manufacturing of alaser product under U.S. regulations contained in
21CFR Chapter 1, subchapter J or CENELEC regulationsin HD 482 S1.
People performing such an act arerequired by law to recertify and reidentify
this product in accordance with provisions of 21CFR subchapter Jfor
distribution within the U.S.A., and in accordance with CENELEC HD 482
S1 for distribution within countries using the IEC 825 standard.

Laser Safety

Laser safety in the United Statesis regulated by the Center for Devices and
Radiological Health (CDRH). The laser safety regulations are published in
the “Laser Product Performance Standard,” Code of Federal Regulation
(CFR), Title 21, Subchapter J.

The International Electrotechnical Commission (IEC) Standard 825,
“Radiation of Laser Products, Equipment Classification, Requirements and
User’sGuide,” governslaser productsoutside the United States. Europeand
member nations of the European Free Trade Association fall under the
jurisdiction of the Comité Européen de Normalization Electrotechnique
(CENELEC).
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Safety Certification
This product has been evaluated and meets the following Safety

November 23, 2005

Certification Standards;

Certifications and Compliances

Standard

Designed/tested for compliance with:

ANSI/UL60950, CAN/CSA
C22.2 No. 60950-00

Safety of Information Technology Equipment, including
Electrical Business Equipment (Third edition).

12/01/2000

IEC 950 Safety of Information Technology Equipment, including
Electrical Business Equipment (Third edition, 1999).

EN60950 Safety of Information Technology Equipment, including

Electrical Business Equipment (Third Edition 2000).

K2 Media Client Service Manual
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Finding Information

This service manual provides procedures for servicing the K2 Media Client to the
field-replaceable unit level . Use thismanual to isolate problemsto aboard or module,
such as the Power Supply, and to make repairs through modul e exchange.

How this manual is organized

This manual is organized around the tasks required to service the K2 Media Client.
The following describes the chapters included in this manual:

Chapter 1, Product Description — Describes the key features, system components,
and status indicators of the K2 Media Client.

Chapter 2, System Messages — Lists the various messages and system codes that you
might encounter as you use the K2 Media Client.

Chapter 3, Service Procedures — Contains procedures for periodic maintenance and
repair.

Chapter 4, Troubleshooting problems— Contains problem descriptionswith stepsfor
diagnosing and correcting the cause of the problem. Use thisinformation if you are
having trouble with your K2 Media Client.

Chapter 5, Removing and replacing FRUs— Contains procedures for removing and
replacing field replaceable hardware components.

November 23, 2005 K2 Media Client Service Manual 13



Finding Information

Getting more information

The following illustration shows the recommended order in which to reference the
documentation.

Path for the installer of K2 Media Client models with internal storage

< e

K2 Media Client K2 Media Client
Release Notes Quick Start Guide System Guide*
Contains the latest information ~ Contains the essential steps for :

about the hardware and installing the K2 Media Client. g::éﬁ;gzﬁtgssp;?ﬂuct
software shipped with the SD-only and HD/SD models each step-by-step instructions for
system. Packaged with K2 have their own version, packaged modifying system settings.
Media Client. with the K2 Media Client.

Path for the installer of the K2 Storage System with connected K2 Media Clients

< 9 O O

K2 Media Client and

K2 Storage System** K2 Storage System K2 Media Client Other Manuals*
Release Notes Instruction Manual* System Guide* These manuals inclu
Contains the latest Contains instructions for installing  Contains the product - Quick Start Guide
information about the and configuring K2 Storage specifications and - User Manual
hardware and software (external) with your K2 Media step-by-step instructions for - Service Manual
shipped with the system. Client and K2 Media Server. modifying system settings - RAID Storage mant
Path for the operator Q

K2 Media Client K2 Media Client

Release Notes User Manual* . . .
Contains the latest Contains information for using " (F:'Ir.]d tthe Kj D_?ﬁirgegza}gogtCD pagkaged W'th K2 MEI
information about the the user interface to record, lents and wi orage devices, primary ¢
hardware and software play and manage clips and to  *Find the K2 Storage System Release Notes package
shipped with the system. configure channels. K2 RAID Storage devices, primary chassis.

Quick Start Guide

Y ou receive this guide in the product packaging with your K2 Media Client. The
Quick Start Guide provides step-by-step installation instructions for basic installation
and operation of your SD or HD/SD K2 Media Client, including recording and

playing clips.

Release Notes

The release notes contain the latest information about the K2 Media Client software
shipped on your system. There are K2 Storage System release notes and K2 Media
Client release notes. The information in this document includes software upgrade
instructions, software specifications and requirements, feature changes from the
previous releases, and any known problems. Because rel ease notes contain the | atest
information, they are printed out rather than included in the Documentation

CD-ROM.

14 K2 Media Client Service Manual November 23, 2005



Getting more information

K2 Documentation CD

Except for the release notes and Quick Start guide, the full set of support
documentation, including this manual, is available on the Documentation CD-ROM
that you received with your K2 Media Client.

The K2 Documentation CD includes the following documents:

K2 Media Client User Manual — Describes the K2 Media Client and provides
instructions for operating the product in avariety of applications.

K2 Media Client System Guide — Thisguide provides all the information you need
to go beyond factory default settings and customize your system’ s configuration to
meet your site-specific needs.

K2 Media Client Service Manual — Containsinformation for solving common setup
problems, as well asinformation on servicing and maintenance

K2 Storage System Instruction Manual — Contains installation and configuration
procedures for shared storage options. Also includes administrative and
maintenance procedures.

K2 RAID Storage Instruction Manuals — Contains procedures for troubleshooting
and servicing the different level RAID storage devices.

NetCentral documentation

The NetCentral product has its own documentation set, described as follows:

NetCentral User Guide — Thisis aprinted manual. It provides instructions for
installing, using, and administering the NetCentral monitoring system.

NetCentral Help — From the NetCentral interface access on-line help asfollows:

» For general help with NetCentral manager, select Help | NetCentral Help Topics.
This content isidentical to that in the NetCentral User Guide.

» For help specific to monitoring K2 Media Client system devices, select Help |
Device Providers and then select the monitored device.

Thomson Grass Valley Web Site

This public Web site contains all the latest manuals and documentation, and
additional support information. Use the following URL.

http://www.thomsongrassvalley.com.

November 23, 2005
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Grass Valley Product Support

To get technical assistance, check on the status of problems, or report new problems,
contact Grass Valley Product Support via e-mail, the Web, or by phone or fax.

Web Technical Support

To access support information on the Web, visit the product support Web page on the
Grass Valley Web site. Y ou can download software or find solutions to problems by

searching our Frequently Asked Questions (FAQ) database.

World WideWeb:  http://www.thomsongrassvalley.com/support/
Technical Support E-mail Address. gvgtechsupport@thomson.net.

Phone Support

Use the following information to contact product support by phone during business
hours. Afterhours phone support is available for warranty and contract customers.

United States (800) 547-8949 (Toll Free)
Latin America (800) 547-8949 (Toll Free)
Eastern Europe +49 6155 870 606

Southern Europe +33(1) 342077 77

Middle East +33(1) 342077 77
Australia +61 1300 721 495
Belgium +32 2 3349031

Brazil +55 11 5509 3440

Canada (800) 547-8949 (Toll Free)
China +86 106615 9450
Denmark +45 45968800

Dubai + 9714 299 64 40

Finland +35 9 68284600

Authorized Support Representative

France
Germany
Greece
Hong Kong
Italy
Netherlands
Poland
Russia
Singapore
Spain
Sweden
Switzerland

UK

+33(1) 342077 77
+49 6155 870 606
+33(1) 34207777
+852 2531 3058
+39 06 8720351
+31 35 6238421
+49 6155 870 606
+49 6155 870 606
+656379 1390

+34 91 512 0350
+46 87680705

+41 (1) 487 80 02

+44 870 903 2022

A local authorized support representative may be available in your country. To locate
the support representative for your country, visit the product support Web page on the

Grass Valley Web site.

K2 Media Client Service Manual
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Chapter 1

Product Description

Topics in this section include the following:
*“Overview description” on page 18
*“K2 Media Client orientation” on page 18
*“FRU functional descriptions” on page 21
«“ Statusindicators’ on page 25

November 23, 2005 K2 Media Client Service Manual 17



Chapter 1 Product Description

Overview description

The K2 Media Client is a cost-effective media platform that incorporates I T and
storage technologies to deliver a networked solution to facilities for ingest, playout,
and media asset management. It isa comprehensive platform that provides a suite of

user applications, system tools, and the largest range of third party interactivity inthe
industry.

Refer to the K2 Media Client System Guide for other high-level descriptions of
features, controls, applications, and subsystems.

K2 Media Client orientation

Thefollowing illustrations show the location of Field Replaceable Units (FRUs) and
other componentsin the K2 Media Client. For clarity, illustrations of internal
components are shown with the top cover removed and no cabling displayed. Note
that the RTP board and the Dual Ethernet adapter are in different locationsin the
SD-only model as compared to the HD/SD mode!.

Front view components

K2 Media Client Service Manual

Front pane\ RAID drives
DVD drive " 2

Front bezel

Fan module
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Rear view components SD-only model

Rear view components SD-only model

Codec board

SCSl interface

Center support

N’ ,/// /
Power suppliesi‘ N Z ’ .
RGN S 5 _— Rear card guide
XLR board NN X &

Motherboard .
NP
RS-422 board Xt || y | SCSI backplane

<A1
SCSI controller adapter /\\ &
RTP board /\

Graphics board
RS-422 board
Dual Ethernet board

November 23, 2005 K2 Media Client Service Manual
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Chapter 1 Product Description

Rear view components HD/SD model

Mezzanine boards
(under codec board)

\ Codec board
/ SCSl interface

board

N
W Ny
3” DVD drive
S
NS
/ [
//
/
<O //
>
4

Power supplies
XLR board

/ Rear card guide

SCSI backplane

N
SCSI controller adapter /\
Dual Ethernet board
Graphics board

RS-422 board
RTP board
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FRU functional descriptions

FRU functional descriptions
The Field Replaceable Units (FRUS) described in this section are as follows:
* “Basechassis’
* “Fan module”’
* “RAID drives’
* “Power supplies’
* “Removable mediadrives’
» “Codec board”
» “Mezzanine boards’
e “RTP board”
e “XLR board”
* “RS-422 adapters’
* “Dual Ethernet adapter”
» “Graphics board”
e “SCSI controller adapter”
» “SCSl interface board”
e “SCSI backplane’
* “CPU motherboard”
For procedures, refer to Chapter 5, Removing and replacing FRUs.

Base chassis

For some serious system faults or for mechanical damage, the entire K2 Media Client
can be replaced as a base chassis FRU. Refer to “Replacing aK2 Media Client” on

page 61.
Fan module

The fan module has three fans and provides cooling for the K2 Media Client chassis.
Air intake is from the front of the K2 Media Client and outflow is through the rear.
The fan module is accessed behind the front bezel.

Refer to “Fan module removal” on page 87 for procedures.

RAID drives

There are 12 slotsfor RAID drivesin the K2 Media Client. They are located behind
the fan modulein the front of the unit. Internal storage modelshaveall 12 slotsfilled,
with two RAID drivesfor system data and ten RAID drives for media storage.
External storage units have only the two RAID drives for system data.

November 23, 2005 K2 Media Client Service Manual 21



Chapter 1 Product Description

Thedrivesare configured asRAID 1 pairs, or LUNs. Thetwo RAID drivesfor system
dataform one LUN and theten RAID drivesfor mediastorage form five LUNSs. Each
LUN appears to the operating system as asingle disk.

Ininterna storage models, media dataiswritten or “striped” across the five media
disks in a continuous fashion, which makes the disks a “stripe group”. This media
stripe group appears as the V: drive to the Windows operating system.

The system disk has a C: partition for application and operating system files, aD:
partition for the mediafile system, database, and configuration information, and an E:
partition for recovery images.

Y ou can remove and replace a RAID drive while the K2 Media Client is operational .
Refer to “RAID disk removal” on page 89 for procedures.

Power supplies

The K2 MediaClient has redundant (two) power supplies. The power supplies can be
accessed from the rear of the unit. Y ou can remove and replace a power supply while
the K2 MediaClientisoperational. Each power supply has afan with automatic speed
control and status L EDsthat indicate current state and health. Refer to “ Power supply
problems” on page 73 for LED descriptions. The power supply has protection for over
voltage, over current, and short circuits.

Refer to “Power supply removal” on page 89 for procedures.

Removable media drives

The K2 MediaClient uses a standard removable mediadrive similar to thosefound in
desktop PCs. The drive is accessed behind the front bezel. The drive uses standard
Windowsdriversfor easy plug-and-play installation. K2 Media Client optionsfor the
removable mediadriveis as follows:

* One standard CD drive. Reads and writes CDs.

Refer to “Removable mediadrive removal” on page 93 for procedures.

Codec board

The codec board is oriented horizontally across the rear of the K2 Media Client
chassis. It provides the majority of the K2 Media Client’s media-related input and
output connectors on the rear panel. This board hosts the circuits responsible for
encoding/decoding video and processing audio and timecode. It is connected to the
motherboard viathe RTP board.

SD-only models use the SD codec board. HD/SD models use the HD codec board.
The HD codec board can also host the mezzanine boards, as described bel ow.

Refer to “ Codec board removal” on page 94 for procedures.

Mezzanine boards

There are two types of mezzanine boards: an encoder mezzanine board and a decoder
mezzanine board. The HD codec board can host one or two mezzanine boards of
either type, so the number and type of mezzanine boards on the HD codec board
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RTP board

determines the fixed channel configuration of the HD/SD K2 Media Client model.
The encoder mezzanine board provides one record channel, while the decoder
mezzanine board provides one play channel.

Refer to “ Codec board removal” on page 94 for procedures.

RTP board

This Real Time Processor (RTP) board provides a dedicated real time processor and
connections for media access and processing. It functionsasariser board, connecting
to the PCI dlot below and the Codec board above.

Refer to “RTP board removal” on page 97 for procedures.

XLR board

The XLR Board provides XLR connectors at the K2 Media Client rear panel. It is
primarily an extension of the codec board to allow the space and orientation required
for XLR connections. The XLR connections are only used for LTC onthe K2 Media
Client. There are no XLR audio connections. The XLR board is connected via cable
to the codec board.

Refer to “XLR board removal” on page 105 for procedures.

RS-422 adapters

A K2 MediaClient has two RS-422 adapters. Each adapter is connected via an
internal USB cable to the motherboard, so while a RS-422 adapter does occupy arear
panel slot, it does not plug into a PCI bus. Each adapter provides two RS-422 ports
for connecting equipment for remote control of the K2 Media Client.

Refer to “RS-422 adapter remova” on page 101 for procedures.

Dual Ethernet adapter

The dual Ethernet adapter provides two Gigabit Ethernet ports. The dual Ethernet
adapter plugsinto one of the standard PCI dlots on the motherboard.

Refer to “Dual Ethernet adapter removal” on page 103 for procedures.

Graphics board

This board provides enhanced performance for screen graphics and a connection for
aVGA monitor. The graphics board plugs into one of the standard PCI slots on the
motherboard.

Refer to “ Graphics board remova” on page 102 for procedures.

SCSI controller adapter

Thisboard providesthe SCSI controller functionality for theinternal RAID disks. On
internal storage models, both system and media data require this RAID controller
functionality, as both are stored on the internal RAID disks. On external storage
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models, only the system data requires RAID controller functionality, as the mediais
stored on the K2 external storage system. The SCSI controller adapter plugs into one
of the standard PCI slots on the motherboard.

Refer to “ SCSI controller adapter removal” on page 104 for procedures.
SCSl interface board

This board provides the SCSI interface for the RAID drives. It monitors and reports
the status of the RAID drives, the chassisfans, and the power supplies. It also controls
theindividual RAID status LEDs and the front panel Power and Service LEDs. Itis
mounted horizontally in the front of the unit, above the RAID drives. It provides a
front panel USB connection.

Refer to “ SCSI interface board remova” on page 92 for procedures.

SCSI backplane

This board provides the connection for each RAID drive. It is mounted in the center
of the unit.

Refer to “ SCSI backplane removal” on page 99 for procedures.

CPU motherboard

The K2 Media Client uses an extended ATX motherboard with an Intel Xeon
processor. The motherboard provides PCI board slots, built in Gigabit Ethernet, and
USB 1.1 ports. It islocated in the bottom rear of the K2 Media Client chassis.

Refer to “CPU motherboard removal” on page 107 for procedures.
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Status indicators

The following sections describe the visual and audible indicators that communicate
the current operating status and system health of the K2 Media Client.

Front panel indicators

Y ou can see the front panel LEDs while the front bezel is closed or open.

Bezel Release

Buttons
Power Service
LED LED
Mrass valley \ / L J
O OA

000000000000 OOOOOOOOOOOOOOOOOOOOO0OOOOOO00OOOOO00OOOO00
0000000000 0OOOOOOOOOOOOOOOOOOOOOO0OOOOO000OOOO000OOOO00
000000000 0O0OOOOOOOOOOOOOOOOOOOOO0OOOOO000OOOO000OOOO00

Power LED
This LED indicates status as follows:
Off: The standby switch is set to Off and the K2 Media Client is not operational .
A WARNING: The power standby switch does not turn off power to the

system. To turn power off the system must be disconnected from the
power source.

Steady on (green): The standby switch is set to On and the K2 Media Client is either
in the startup process or has competed the startup process and is operational.

Service LED

The following table explains the status conditions indicated by the different Service
LED behaviors. If two or more status conditions occur simultaneously, the LED
displays the behavior for the highest priority condition.

LED behavior Status Condition Priority
Flashing pattern alternating Identify — The K2 MediaClientisheing directedto 1

Y ellow/Green/Red/Off twice a identify itself by NetCentral or some other

second application.
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LED behavior Status Condition Priority

Solid Red Global failure— The K2 Media Client system 2
software has detected a critical error or failure that
impacts record/play operations.

Solid Yellow Warning— TheK2 MediaClient system softwarehas 3
detected a problem that requires attention but does not
immediately impact record/play operations. For
example, afan or power supply hasfailed but its
redundant partner is maintaining functionality.

Flashing Yellow patternthreetime  Drivefailure— Aninternal RAID drivehasfailedbut 4

a second. the failure does not immediately impact record/play
operations. The redundant partner RAID driveis
maintaining functionality.

Flashing pattern alternating Driverebuild— Aninternal RAID driveisrebuilding. 5

Y ellow/Green once a second.

Off Normal — The K2 Media Client is healthy and 5

operating normally.

RAID drive indicators

Each RAID drive has LEDsthat indicate status. Y ou must remove the fan module to
see these LEDs. The following table explains the status conditions indicated by the

different LED behaviors. If two or more status conditions occur simultaneously, the
LED displays the behavior for the highest priority condition.

LED behavior Status Condition Priority
Flashing pattern alternating Identify — The RAID driveis being directed to 1

Y ellow/Green/Red/Off twice a identify itself by Storage Utility or some other

second application.

Both Red and Green LED off Driveisnot fully engaged in slot. 2

Red LED isON solid. Green LED  Fault — The SCSI controller has marked the driveas 3

is off. faulty.

Flashing pattern alternating Rebuild — The SCSI controller has marked thedrive 4

Y ellow/Green once a second as rebuilding.

Red LED is off. Green LED Normal drive activity — The RAID driveis healthy 5

displays pulsing patterns.

and disk accessisunderway. (Both LEDsare off when
thereis no disk activity.)

Rear panel indicators

Thefollowing indicators are visible from the rear panel view.
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Rear panel indicators

The motherboard hastwo RJ-45 LAN connectorsthat includeintegrated status LEDs.

The LEDs are oriented as follows:

Green/Orange LED— =1 j =

-Yellow LED

The meanings of the LED states are described in the following table:

LED LED state Condition
Green/Orange Green On 100 MHz.
Orange On 1GHz
Yellow Off LAN link is not established
On (steady state) LAN link is established
On (brighter and pulsing) The computer is communicating with another

computer on the LAN.

If aLAN connector is faulty, you must replace the motherboard.

Dual Ethernet adapter LAN connector indicator codes

The dual Ethernet adapter has two RJ-45 LAN connectors that include integrated
status LEDs. The LEDs are oriented as follows:

[[7Green/Orange LED
—:I Green LED

The meanings of the LED states are described in the following table:

LED LED state Condition
Green/Orange Green On 100 MHz.
Orange On 1GHz
Green Off LAN link is not established
On (steady state) LAN link is established
On (brighter and pulsing) The computer is communicating with another

computer on the LAN.

If aLAN connector is faulty, you must replace the dual Ethernet adapter.
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Power supply indicators
Each power supply hasa LED that indicates status.

| |
Status LEDs

Interpret the power supply LED asfollows:

LED behavior Power supply condition
Green ON Normal operation
OFF Power supply is defective or not fully connected.

The Service LED on the front of the K2 Media Client also indicates power supply
status. Refer to “ Service LED” on page 25.

If the power source and the power cord are OK and the status lights on the power
supply indicate a problem, replace the power supply. Refer to “Power supply
removal” on page 89.

System beep codes

If there are no errors present the K2 Media Client does not emit any audible beeps
during startup process or otherwise. When arecoverable type of error occurs during
Power On Self Test (POST), the motherboard BIOS will display a POST code that
describes the problem. Refer to “BIOS POST messages’ on page 30. The BIOS may
also issue one of the following beep codes:

Error Beep Code Description
One long and two short beeps Video configuration error
One continuous long beep No memory detected

These beep codes indicate a problem with the motherboard.
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System Messages

Topics in this section include the following:

» “About system messages’ on page 30

* “BIOS POST messages’ on page 30

» “Critical system startup messages’ on page 34

* “Viewing AppCenter system status messages’ on page 34
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About system messages

The following messages are displayed to indicate K2 Media Client status:

* Normal BIOS messages— During normal startup processes these messages can be
observed on alocally connected VGA monitor. Refer to “Motherboard BIOS
startup information” on page 67, “SCSI controller adapter BIOS startup
information” on page 68, and “ Motherboard BIOS startup summary screen” on

page 69.

* BIOS POST error messages— If there is a problem these messages are displayed
on alocally connected VGA monitor startup processes. Refer to “BIOS POST

messages’ on page 30.

» K2 MediaClient startup messages — As AppCenter opens the K2 Media Client
determinesif system health is adequate by checking critical subsystems. A dialog
box is displayed that indicates progress and displays messages. Refer to “ Critical
system startup messages’ on page 34.

 Status bar and StatusPane messages — During normal operation AppCenter
displays system status messages on the status bar. From the status bar you can open
the StatusPane to see both current and previous messages. Y ou can observe these
messages in AppCenter on alocally connected VGA monitor or on a network
connected control point PC. Refer to “Viewing AppCenter system status
messages’ on page 34.

» Storage Utility messages — While you are using Storage Utility, pop-up message
boxesinform you of the current status of the storage system.

» NetCentral messages — If you are monitoring the K2 Media Client with
NetCentral, the NetCentral interface displaysavariety of messagesand other status
indicators. Refer to the NetCentral Help menu for a complete list of all the
messages that a monitored device can send.

BIOS POST messages

During the Power On Self Test (POST), the motherboard B1OS checksfor problems.
If aproblem isfound, the BIOS activates an alarm or displays a message. For startup
troubleshooting refer to “ Step 4: Identify problems using the startup sequence” on

page 64.
Thefollowing isalist of BIOS POST messages.

BIOS Message Description

Failure Fixed Disk Fixed disk is not working or not configured
properly. Check to seeif fixed disk is attached
properly. Run Setup. Find out if thefixed-disk type
is correctly identified.

Stuck key Stuck key on keyboard.
Keyboard error Keyboard not working.
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BIOS Message

Description

Keyboard Controller Failed

Keyboard controller failed test. May require
replacing keyboard controller.

Keyboard locked - Unlock key switch

Unlock the system to proceed.

Monitor type does not match CMOS -
Run SETUP

Monitor type not correctly identified in Setup

Shadow Ram Failed at offset: nnnn

Shadow RAM failed at offset nnnn of the 64k
block at which the error was detected.

System RAM Failed at offset: nnnn

System RAM failed at offset nnnn of in the 64k
block at which the error was detected.

Extended RAM Failed at offset: nnnn

Extended memory not working or not configured
properly at offset nnnn.

System battery is dead - Replace and
run SETUP

The CMOS clock battery indicator shows the
battery is dead. Replace the battery and run Setup
to reconfigure the system.

System CMOS checksum bad -
Default configuration used

System CMOS has been corrupted or modified
incorrectly, perhaps by an application program
that changes data stored in CMOS. The BIOS
installed Default Setup Values. If you do not want
these values, enter Setup and enter your own
values. If the error persists, check the system
battery or contact your dealer.

System timer error

The timer test failed. Requires repair of system
board.

Real time clock error

Real-Time Clock fails BIOS hardware test. May
require board repair.

Check date and time settings

BIOS found date or time out of range and reset the
Real-Time Clock. May require setting legal date
(1991-2099).

Previous boot incomplete - Default
configuration used

Previous POST did not complete successfully.
POST loads default values and offersto run Setup.
If the failure was caused by incorrect values and
they arenot corrected, the next boot will likely fail.
On systems with control of wait states, improper
Setup settings can also terminate POST and cause
this error on the next boot. Run Setup and verify
that the waitstate configuration is correct. This
error is cleared the next time the system is booted.

Memory Sizefound by POST differed
from CMOS

Memory size found by POST differed from
CMOS.

Diskette drive A error

Diskette drive B error

Drive A: or B: is present but failsthe BIOS POST
diskettetests. Check to seethat the driveisdefined
with the proper diskette type in Setup and that the
diskette drive is attached correctly.

Incorrect Drive A type - run SETUP

Type of floppy drive A: not correctly identified in
Setup.

Incorrect Drive B type - run SETUP

Type of floppy drive B: not correctly identified in
Setup.
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BIOS Message

Description

System cache error - Cache disabled

RAM cache failed and BIOS disabled the cache.
On older boards, check the cache jumpers. You
may have to replace the cache. See your dealer. A
disabled cache slows system performance
considerably.

CPU ID:

CPU socket number for Multi-Processor error.

EISA CMOS not writeable

ServerBIOS2 test error: Cannot writeto EISA
CMOS.

DMA Test Failed

ServerBIOS2 test error: Cannot write to extended
DMA (Direct Memory Access) registers.

Software NM| Failed

ServerBIOS2 test error: Cannot generate software
NMI (Non-Maskable Interrupt).

Fail-Safe Timer NMI Failed

ServerBIOS2 test error: Fail-Safe Timer takestoo
long.

device Address Conflict

Address conflict for specified device.

Allocation Error for: device

Run ISA or EISA Configuration Utility to resolve
resource conflict for the specified device.

CD ROM Dirive

CD ROM Dirive identified.

Entering SETUP...

Starting Setup program

Failing Bits: nnnn

The hex number nnnn is a map of the bits at the
RAM address which failed the memory test. Each
1 (one) in the map indicates afailed bit. See errors
230, 231, or 232 above for offset address of the
failurein System, Extended, or Shadow memory.

Fixed Disk n

Fixed disk n (0-3) identified.

Invalid System Configuration Data

Problem with NVRAM (CMOS) data.

1/0 device IRQ conflict

1/0 device IRQ conflict error.

PS/2 Mouse Boot Summary Screen:

PS/2 Mouse installed.

nnnn kB Extended RAM Passed

Where nnnn is the amount of RAM in kilobytes
successfully tested.

nnnn Cache SRAM Passed

Where nnnn is the amount of system cachein
kilobytes successfully tested.

nnnn kB Shadow RAM Passed

Where nnnn is the amount of shadow RAM in
kilobytes successfully tested.

nnnn kB System RAM Passed

Where nnnn is the amount of system RAM in
kilobytes successfully tested.

One or more 120 Block Storage

Deviceswere excluded from the Setup

Boot Menu

There was not enough room in the IPL tableto
display al installed 120 blockstorage devices.

Operating system not found

Operating system cannot belocated on either drive
A: or drive C:. Enter Setup and seeiif fixed disk
and drive A: are properly identified.

K2 Media Client Service Manual
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BIOS Message

Description

Parity Check 1 nnnn

Parity error found in the system bus. BIOS
attemptsto locate the address and display it on the
screen. If it cannot locate the address, it displays
??72?. Parity is amethod for checking errorsin
binary data. A parity error indicates that some data
has been corrupted.

Parity Check 2 nnnn

Parity error found inthe I/O bus. BIOS attemptsto
locate the address and display it on the screen. If it
cannot locate the address, it displays ?7??2.

Press <F1> to resume, <F2> to Setup,
<F3> for previous

Displayed after any recoverable error message.
Press <F1> to start the boot process or <F2> to
enter Setup and change the settings. Press <F3> to
display the previous screen (usually an
initialization error of an Option ROM, i.e,, an
add-on card). Write down and follow the
information shown on the screen.

Press <F2> to enter Setup Optional message displayed during POST. Can be
turned off in Setup.
PS/2 Mouse: PS/2 mouse identified.

Run the 120 Configuration Utility

One or moreunclaimed block storage deviceshave
the Configuration Request bit set inthe LCT. Run

an 120 Configuration Utility (e.g. the SAC utility).

System BIOS shadowed

System BIOS copied to shadow RAM.

UMB upper limit segment address:
nnnn

Displays the address nnnn of the upper limit of
Upper Memory Blocks, indicating released
segments of the BIOS which can be reclaimed by
avirtual memory manager.

Video BIOS shadowed

Video BIOS successfully copied to shadow RAM.
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Critical system startup messages

The following messages appear in the AppCenter system startup message box as
critical subsystems are checked during K2 Media Client startup processes. If one of
these critical subsystemsfails, the K2 Media Client is rendered inoperable and the
failure message appears.

Critical subsystem check messages Failure messages

System Startup Startup error

Missing or bad hardware

Thereal time processor is not functioning correctly

Checking hardware... Hardware fault

Checking mediadisks... One or more media disks failed to initialize

Missing or bad hardware

Missing or bad SQL database

Checking file system... No file system is running

Checking database... Database fault

Checking real-time system status... The real-time system failed to initialize
Updating configuration... Failed to synchronize configurations

Starting services... Unable to communicate with <service name>

Viewing AppCenter system status messages

System status messages are displayed in the AppCenter status bar. There are two type
of system status messages, as follows:

» Channel status messages— In normal operation, thistype of message displaysthe
current operating status of the selected channel.

» System error messages — If a problem develops with the system software or a
hardware subsystem, this type of message is displayed for approximately 5
seconds. Afterward, the display returnsto the channel status message and the error
messageiswritten to the statuslog file. When amessage iswritten to the statuslog,
a Status I con indicates the severity of the message.
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Viewing system status messages

System status messages appear in the AppCenter status bar, which is located across
the bottom of the AppCenter window, and consists of a message area, several tool
buttons, and a status icon. The button icons appear only when the related function is
active. In the position of the StatusPane button, status icons appear.

Player 2: Playing 'List_10', 'Section 1, 'Clip_2" n

L I J
Status Messages
Protocol StatusPane
Monitor Button
Button Tran_sfer
Monitor
Button

The status icon changes depending on the status of the current status message.

Icon Name Description

n Information A recent information message is present.

Warning Thereisat least one warning message, and no alert messages.

. Alert Thereis at least one uncleared a ert message.

Current and previous system status messages can be viewed in the StatusPane. To
open the StatusPane, click Help | System Status.
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Status icon Date Time The machine that The subsystem that
reports this message reports this message

N

(@ 104212005 03:20K2-c34 System
Meszage: System ready
Details: The system iz ready

D 104212005 09:27 K.2-034 Timing
Meszage: Reference lock OF
Details: Locked to external video reference signal.

M1042142005 11:33 K.2-033 Storage
Mezzage: Media disks cloze to full capacity
Details: The media disks are cloze to full capacity. Mew clips might fail. Delete unuzed clips and
empty the Recycle bin.

Clear

The StatusPane is used to view detailed system messages including status, warning,
and error messages. System status messages provide status icons and a description of
the status event reported by the message. If there is a problem, a corrective action is
indicated. Use these messages along with Chapter 4, Troubleshooting problemsto

determine if a service procedure is necessary.

If you have aremote AppCenter Channel Suitewith channelsfrom multiple K2 Media
Clients, the messages from the different machines are combined in the StatusPane that
you view from the Channel Suite. To help you determinewhich machineisgenerating

amessage, each message lists the machine name.

Copying StatusPane messages to the clip board

1. Select the message or messages in the StatusPane.
2. Click copy.

After copying the message, it can be pasted using standard Windows techniques.

Clearing messages

Clearing messages from the StatusPane removes them from the logging database and
the StatusPane. Thisalso clearsthe state of the subsystem indicators so they no longer

display the aert and warning symbols.
1. Open the StatusPane, then click Clear.

2. When a message prompts you to confirm, click Yes.

All messages are removed from the StatusPane and logging database.
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Service Procedures

Topics in this section include the following:
*“Exporting log files’ on page 37
*“Replacing a RAID drive” on page 39
*“Restoring network configuration” on page 39
*“Configuring NVRAM” on page 49
**Making motherboard CMOS settings’ on page 53
**Rescanning PCI slots’” on page 53
*“Using recovery disk images’ on page 54
*“Replacing aK2 Media Client” on page 61

Exporting log files

The procedures in this section describe how to export log files from the K2 Media
Client. The log files can include the following:

 All applications messages

» TheWindows Event Log

» Logsfrom the media database.
* Dr. Watson messages.

The exported log files are combined in aZIP file. The ZIP file can be sent to Grass
Valley product support where they can analyze the logs to determine the operational
status of your K2 Media Client.

NOTE: ExportLog does not export StatusPane messages. To capture StatusPane
messages, refer tothe* Copying StatusPane messagesto the clip board” on page 36.

Use one of the following procedures to export the logs.

Exporting log files from AppCenter workstation

1. In AppCenter workstation click System | Export Log. The Export Log dialog box
opens.

2. Click the Logs tab.
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Exportlog

[ Drestination \{ Logs \

Export All Logs

+ Export
Application Logs
Event Logs
SCL Server Logs

CVFS Legs
Export

Drivatson

Close

3. Select the logs to export.
4. Click the Destination tab.

X

M Exportlog

[ Crestination -\{ Logs \

Save in: E)esktop N

2 49 P

My Cornputer My Mebwork My Docurments
Places

File Name: GrassValeylog Close

5. Browse to alocation for saving the log file.
6. Namethelog file.
7. Click Export. A progress bar appesars.

8. When the export processis complete, and message confirms success. Click Ok and
close the Export Log dialog box to continue.

9. Find the log file at the specified location.
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Exporting log files using the Windows command line

This procedure allows you to export log files even if AppCenter does not start
properly. It uses the Windows command prompt.

1. If you have not aready done so, connect a mouse and keyboard to the K2 client
system.

2. Inthe Windows task bar, select Start | Run.

3. Typethe following in the Run dialog box, then click oK.
c:\profile\exportlog
The ExportLog dialog box is displayed.

4. Continue with the procedure “ Exporting log filesfrom AppCenter workstation” on
page 37, starting with step 2.

Replacing a RAID drive

In the event of aRAID drivefailure, you'll repair the system by replacing the drive
as soon as possible. Y ou can replace asingle RAID drive while continuing media
operations.

Always use the Storage Utility to physically identify the failed drive. Accidently
removing the wrong drive can destroy all dataon the disk drives. To identify adrive,
in Storage Utility right-click the drive and select Identify. This causes the disk lights
to flash. Refer to the K2 Media Client System Guide for Storage Utility procedures.

Before removing the disk module, you should use Storage Utility to disable the disk.

Refer to “RAID disk removal” on page 89 for the mechanical procedurefor removing
and inserting adrive.

On inserting the replacement drive, of disk access (record/play operations) is
underway, the RAID controller automatically starts rebuilding the drive. You can
verify rebuild status by looking at the drive LED or by looking at the Service LED.
Refer to “Front panel indicators’ on page 25. If there is no media access currently
underway, you can use Storage Ultility to force-start the rebuild process.

Y ou can also check disk statusin the Storage Utility by selecting the disk moduleicon
in the device tree. Status is reported in the right-hand pane. On completion, the disk

drive status changes from Rebuilding to Online. Y ou may need to refresh the Storage
Utility display. Y ou can also open the Progress dial og box, by clicking View | Progress
Report.

Restoring network configuration

When you receive a K2 Media Client from the factory, it has specialized network
configuration, including aloopback adapter and the four Gigabit Ethernet ports
configured as two teamed pairs. Use the information in this section if you need to
restore the network configuration.

To restore the network configuration, do the following procedures:
» “Install the loop-back adapter”
e “ldentify adapters’
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» “Set Rx/Tx Descriptors Vaue”
* “Create the Control Team”

» “Createthe Media Team”

* “Name teams’

» “Reorder adapters’

Install the loop-back adapter

When you receive a K2 Media Client from the factory, it has aloop-back adapter
installed. Theloop-back adapter allowsthe mediafile system to continue operating if
an Ethernet cableis disconnected. Use the information in this section if you need to
restore the loop-back adapter.

To manually install the Microsoft L oopback adapter in Windows XP, follow these
steps:

1. In the Windows Control Panel, open Add Hardware and then click Next.

. Click Yes, I have already connected the hardware, and then click Next.

. At the bottom of the list, click Add a new hardware device, and then click Next.

. Click Install the hardware that | manually select from a list, and then click Next.

. Click Network adapters, and then click Next.

. Inthe Manufacturer box, click Microsoft.

. Inthe Network Adapter box, click Microsoft Loopback Adapter, and then click Next.

. Click Next, then Finish.

© 00 N OO O b~ W DN

. In Control Panel, go to Network and Internet Connections, then Network
Connections.

10. Find the connection that reportsitself as the loopback adapter. Right-click on this
icon and rename the connection to L.oopback.

11. Right-click on the Loopback icon and select Properties.
12. Select Internet Protocol (TCP/IP) and click the Properties button.

13. Click Use the following IP address and set theaddressto192.168.200.200 and
set the subnet mask to 255 .255.255.0.

14. Click ok and OK to exit.
15. Return to Network Connections in Control Panel.

16. On the menu bar at the top of the window, select Advanced, then Advanced
Settings...

17. On the Adapters and Bindings tab move the Loopback connection to the end of the
LAN adaptersin thelist (leaving it above Remote Access connections).

18. Click OK to exit.
19. Continue with the next procedure “Identify adapters’.
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Identify adapters
1. Open Device Manager as follows:

a. On the Windows desktop, right-click My Computer and select Manage. The
Computer Management window opens.

g File  Action Wiew Window Help |_|5’|£|
o= | B0 S 2 8 <na

g Carmputer Management (Local) é Display adapters ;I

L——_Im System Tools
@ Event Vigwer

% Shared Folders

-z, Device Manager

EI--@ Skorage

Local Users and Groups
Perfarmance Logs and Alerts

-, DVDCD-ROM drives

@ Floppy disk. controllers

(-2 IDE ATA/ATAPT controllers
u.a Kevboards

'g Mice and other pointing devices
- & Monitors

?JII Mulki-port serial adapkers —
- Removable Starage Eﬂ Metwaork adapters
Disk Defragmenter "R nkel(R) PROJ1000 MT Dual Part Server Adapter
Disk Management R HE Intel(R) PROJ1000 MT Dual Port Server Adapter #2
[]--@ Services and dpplications | ¢ B8 Intel(R) PROY 1000 MT Dual Port Server Adapker #3

4 I_}I - ES Inkel(R) PROJ1000 MT Dual Port Server Adapter #4 LI

b. In the left pane select Device Manager. Device Manager opensin the right pane.

2. In Device Manager, verify that adapter names are the correct default names as
follows:

a. Expand Network Adapters.

b. Verify that there are four adapters listed, named as follows:
- Intel® PRO/1000 MT Dua Port Server Adapter
- Intel® PRO/1000 MT Dual Port Server Adapter #2
- Intel® PRO/1000 MT Dua Port Server Adapter #3

- Intel® PRO/1000 MT Dua Port Server Adapter #4

Sometimes adapter names change due to PNP device removal and recreation. If
you are having this problem, remove al network devices, then reboot and let
Windows PNP enumerate network adapters. The default network names should
reappear numbered correctly. If the numbering is still incorrect, shut down the
K2 Media Client, remove the dual Ethernet card, then start up the K2 Media
Client. Thisforcesthe system to scan the motherboard portsfirst and enumerate
properly. Then shutdown the K2 Media Client, replace the dual Ethernet card,
and start up the K2 Media Client. This time the dua Ethernet card is scanned
and enumerated after the motherboard ports.

3. For each adapter name shown, verify that the adapter name is mapped correctly to
aphysical port, asfollows:

a. Under Network adapters, right-click an adapter and select Properties. The
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Properties dialog box opens.

Intel{R) PRO/1000 MT Dual Port Server Adapter #2 Properties

Boot Agent I Dirivver I Detailz I Fesources I Power tanagement
General Link | Advanced I Teaming I WLAMs
in Link Speed and Duplex Settings

]

Intel PROS et Yersion: 10.0.27.0

Link Status
’7 2 Speed: Mot dvvailable

Speed and Duplex:

I.-’-'«utu Dretect j Mhagniogtics. . |

Identify Adapter... |

ml Identify Adapter [ x|
. Identify this adapter with a blinking LED

Hardware Infarmation:

Media Tvpe Copper
Permanent Ethernet Address 0030452E0FET

[

Close |

4. Select the Link tab and then click Identify Adapter. The Identify Adapter dialog box
opens.

5. Click start.

6. Verify that the LED is blinking next to the physical network port corresponding to
that adapter software name, as follows:

Software adapter name Physical port

...MT Dual Port Server Adapter 1st (left) port on the motherboard

...MT Dual Port Server Adapter #2 2nd (right) port on the mother board

...MT Dual Port Server Adapter #3 1st (upper) port on the dual Ethernet adapter
...MT Dual Port Server Adapter #4 2nd (lower) port on the dual Ethernet adapter

7. Continue with the next procedure “ Set Rx/Tx Descriptors Value”.
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Set Rx/Tx Descriptors Value
1. Highlight and right-click the Intel® PRO/1000 MT Dual Port Server Adapter.
2. Select Properties, click Advanced tab.

3. Inthe Settings list, select Performance Options and then click Properties. The
Performance Options dialog box opens.

4. In the Settings list, select Receive Descriptors.

5. Inthe Valuesfield, set the value to 1024. If 1024 is not available, select adifferent
entry in the settings list, then select back to Receive Descriptors. Thisresets the
values available in the Valuesfield.

. Inthe Settings list, select Transmit Descriptors.
. Inthe Valuesfield, set the value to 1024.

. Click ok and oK to close dialog boxes and save settings.

© 00 N O

. Repeat this procedure on the remaining Ethernet adapters.

10.Continue with the next procedure “ Create the Control Team”.

Create the Control Team

The goa of teaming isto create two teams, one for the control network and one for
the media (iSCSI) network. The teaming should be set up such that the first physica
port on the motherboard and the first physical port on the dual Ethernet adapter are
teamed for control. The second physical port on the motherboard and the second
physical port on the dual Ethernet adapter are teamed for media.

1. InDeviceManager, right-click ...MT Dual Port Server Adapter and select Properties.
The Properties dialog box opens.

2. Select the Teaming tab.
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Intel(R) PRO/1000 MT Dual Port Server Adapter Properties Kl

Boot Agent I Dirivver I Details I Fesources I Fower kanagement I
General I Lirk I Advanced Teaming I WLANg I

i nté Adapter Teaming
]

Teaming options:

£ Do not keam this adapter

" Ewpress, Team all ports on this adapter

’*ﬁ' Team with other adapters

|
Tearm:

MNew Team Wizard

‘welcome to the IntellR) PRO Adapter Mew Team YWizard

Acvanced Metworking Services (ANS) team names are limited ;I
to 45 characters.

After you creste the ANS team, you can view and modify s
zettings on the Settings tab in Team propetties.

Far more information akbout AMS teaming, click here.

[
< Back I Mewt » I Cancel |

3. Select Team with other adapters, then click New Team. The New Team Wizard
opens.
4. Enter DO NOT USE.

Y ou enter this name because there is a bug in the teaming software that creates a
“phantom” entry with this name, however that entry is not usable. Continue with
this procedure to work around the bug.

Click Next.
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MNew Team Wizard

Select the adapters o include in this team;

00 MT Dual Port Server Adapter
O IrteliR) PROA 000 MT Dual Part Server &dapter #2
Intel[R] PROA1000 MT Cual Port Server Adapher #3
O IntellR) PROA000 MT Dual Port Server &dapter #4

The list shows the adapters that are available for Advanced -
Metworking Services (AMNS) teaming.

Adapters that do not support AR5 teaming or that are already
members of another ANMS or Express team are unavailakle
and are not =hown in the list.

‘When an adapter iz added to an AMS team, all protocol LI

¢ Back I Mewt » I Cancel |

5. Select the check box for ...Adapter and ...Adapter #3. Click Next.

New Team Wizard

Select a team mode:

Adapter Fault Tolerance
Adaptive Load Balancing
Static Link Aggregation
IEEE 802.3ad Divnamic Link Aggregation
b Fault Tolerance

Switch Fault Tolerance |

Syvitch Fault Tolerance (SFT) provides a failover relstionshigp

betyveen two adapters when each adapter is connectedto s __|
separate switch.

In SFT teams, one adapter is active and one adapter is in

standhby mode. In standby mode, the adapter i inactive and

weaiting for failover to ocour. | does naot transinit or receive

netweark traffic. If the active adapter loses connectivity, the
standby adapter automstically takes over. ;l

< Back I Mest = I Cancel |

6. Select switch Fault Tolerance. Click Next.

7. Click Finish and wait a few seconds for the adaptersto be teamed.

8. Open the Modify Team dialog box as follows:
a. In Device Manager | Network Adapters, right-click Intel® Advanced Network

Services Virtual Adapters #2 (make sureit is the adapter identified as a Virtual
adapter) and select Properties. The Properties dialog box opens.

b. Select the Settings tab.
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c. Click Modify Team. A dialog box opens.
9. On the Adapters tab, do the following:

a. Select Intel® PRO/1000 MT Dual Port Server Adapter (thetop entry) and click Set
Primary.

b. Select Intel® PRO/1000 MT Dual Port Server Adapter #3 and click Set Secondary.
10.Click Name tab and rename to Control Team.
11.Click ok and oK and to close dialog boxes.
Continue with the next procedure “ Create the Media Team”.

Create the Media Team

1. In Device Manager, right-click ...MT Dual Port Server Adapter #2 and select
Properties. The Properties dialog box opens.

2. Select the Teaming tab.

Intel{R) PRO;/1000 MT Dual Port Server Adapter #2 Properties [EH

Boat Agent I Dirivver I Detailz I Fesources | Paower Management I
General I Advanced I Link, I Advanced Teaming I WLAN:

I nté . Adapter Teaming

Teaming options:

" Do not keam this adapter

" Ewpress: Team all ports on this adapter

’75“ Tearnn with ather adapters

MHew Team... | ‘
Tearn

MNew Team Wizard

whelcome to the IntellR] PRO Adapter Mew Team wizard

Specify a name for the team:
IMedia Team

Acvanced Metworking Services (ANS) team names are limited ;I
to 45 characters.

After you creste the ANS team, you can view and modify s
zettings on the Settings tab in Team propetties.

Far more information akbout AMS teaming, click here.

< Back I Mewt » I Cancel |
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3. Select Team with other adapters, then click New Team. The New Team Wizard
opens.

4, Enter Media Team. Click Next.

MNew Team Wizard

Select the adapters o include in this team;
Intel[R)] PROA1000 MT Dual Paort Server Adapter #2
IntellR] PROA000 MT Dual Port Server Adaptertid

The list shows the adapters that are available for Advanced -
Metworking Services (AMNS) teaming.

Adapters that do not support AR5 teaming or that are already
members of another ANMS or Express team are unavailakle
and are not =hown in the list.

‘When an adapter iz added to an AMS team, all protocol LI

¢ Back I Mewt » I Cancel |

5. Select the check box for ...Adapter #2 and ...Adapter #4. Click Next.

New Team Wizard

Select a team mode:

Adapter Fault Tolerance

Adaptive Load Balancing

Static Link Aggregation

IEEE 802.3ad Divnamic Link Aggregation

ch Fault Tolerance

Switch Fault Tolerance |

Syvitch Fault Tolerance (SFT) provides a failover relstionshigp
betyveen two adapters when each adapter is connectedto s __|
separate switch.

In SFT teams, one adapter is active and one adapter is in

standhby mode. In standby mode, the adapter i inactive and

weaiting for failover to ocour. | does naot transinit or receive

netweark traffic. If the active adapter loses connectivity, the
standby adapter automstically takes over. ;l

< Back I Mest = I Cancel |

6. Select switch Fault Tolerance. Click Next.
7. Click Finish and wait a few seconds for the adaptersto be teamed.
8. Open the Modify Team dialog box as follows:
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a. In Device Manager | Network Adapters, right-click TEAM: MEDIA TEAM and
select Properties. The Properties dialog box opens.

b. Select the Settings tab.
c. Click Modify Team. A dialog box opens.
9. On the Adapters tab, do the following:

a Select Intel® PRO/1000 MT Dual Port Server Adapter #2 (the top entry) and click
Set Primary.

b. Select intel® PRO/1000 MT Dual Port Server Adapter #4 (the bottom entry) and
click Set Secondary.

10.Click Name tab and rename to Media Team, if not already named.
11.Click ok and oK and to close dialog boxes.
12.Restart the K2 Media Client.

Continue with the next procedure “Name teams”.

Name teams

1. On the Windows desktop right-click My Network Places and select Properties. The
Network Connections window opens.

i:_-iNetwork Connections

File Edit Miew Favorites Tools Adwanced  Help | ;‘_:'
\_,}l Back = \_J - ?’ P ! Search Folders E -
Address Ic__, Metwork Connections e ——— j @ G
4 | Mame (l Device Mame ‘)
Network Tasks £ LAN or High-Speed Internet
I_i, Createt‘? e =t Local Area Connection 22 IntellR) Advanced Metwark Services Yirtual 4. ..
EonneChon L Local Area Connection 15 TEAM : Control Team - InkelfR) PROS1000 MT ...
# Set up a home or small . )
= office nebwark Jli =t Local Area Connection 18 TEAM : Media Team - Intel{R) PROS 1000 MT O, .,
@ Change Windows <MaLocal Area Connection 17 TE&M @ Control Team - Intel{R) PROS1000 MT ...
Firewall settings Media Team TEAM : Media Team
'c__', 5"'*3!3|E this network. <L Control Team TEAM : Contral Team
- Rew:e " ’ L. Local Area Connection 16 TEAM : Media Team - IntekkR) PRO/1000 MT D. ..
ename IS COnnecoion
Change settings of this
conneckion
~[4] | i

2. ldentify the adapter that in the“ Device Name” columnislabeled “ TEAM : Control
Team”. Rename the adapter follows:

a. Click the Adapter Name.
b. Select File | Rename to enter rename mode.
C. Type Control Team.
3. ldentify the adapter that in the “Device Name” columnislabeled “TEAM : Media
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Team”. Rename the adapter follows:

a. Click the Adapter Name.

b. Select File | Rename to enter rename mode.
c. TypeMedia Team.

4. Ensure that eight entries are named as follows in Network Properties:

Name Device Name

...Connection #1 TEAM : Control Team - Intel® PRO/1000 MT Dual Port Server Adapter
...Connection #2 TEAM : Control Team - Intel® PRO/1000 MT Dual Port Server Adapter #3
Control Team TEAM : Control Team

L oopback Microsoft Loopback Adapter

Media Connection #1 TEAM : MediaTeam - Intel® PRO/1000 MT Dual Port Server Adapter #2
Media Connection #2 TEAM : MediaTeam - Intel® PRO/1000 MT Dual Port Server Adapter #4
Media Team TEAM : MediaTeam
...Connection #3 Team : DO NOT USE

Continue with the next procedure “Reorder adapters”’.

Reorder adapters

1. On the Windows desktop right-click My Network Places and select Properties. The
Network Connections window opens.

2. Onthe menu bar at the top of the window, select Advanced, then Advanced
Settings...

3. Onthe Adapters and Bindings tab, scroll down and select Control Team in
Connectionsfield.

4. Usethe up arrow button, move the Control Team to TOP priority (1st).
5. Select Media Team, and then use up arrow to move just below Control Team.

6. Select Loopback adapter, and then moveit to the bottom of thelist (leaving it above
Remote Access).

7. Click oK to close Advanced settings and accept the changes.
8. Close the Network Properties window.

The network configuration procedure is complete.

Configuring NVRAM

NOTE: Thisprocedureisintended for use by Grass Valley Service personnel or
under the direct supervision of Grass Valley Service personnel.

It is necessary to reconfigure the LSI RAID BIOS settings in the following cases:

» After replacing a SCSI controller adapter asin “ SCSI controller adapter removal”
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on page 104, the NVRAM configuration will not match the disk configuration.
* You start up the K2 Media Client with a SCSI cable disconnected.
* You remove both of the system RAID drives from the chassis at the same time.

In these instances, even if you restart the machine with the problem corrected, the K2
Media Client does not recognize the system drive. Startup process do not complete.
and the K2 Media Client is inoperable.

To recover from this condition, do the following:
1. Connect keyboard, monitor, and mouse to the K2 Media Client.
2. Restart the K2 Media Client.

3. During startup processes, at the LSI MegaRAID BIOS screen, press Ctrl + M and
gointotheLSl BIOS.

4. Navigate through the menu system as follows:
Management Menu | Configuration | Clear Configuration

5. When prompted “Clear Configuration?’ select YES.

6. When the message “ Existing Configurationis Cleared” isdisplayed, pressany key
to continue.

7. On the Configuration Menu, select Easy Configuration.
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The Easy Configuration - ARRAY SELECTION MENU screen is displayed.

1D CHANNEL -1 ID CHANNEL - 2
0 FAILED 0 FAILED

1 READY 1 READY

2 READY 2 READY

3 READY 3 READY

4 READY 4 READY

5 READY 5 READY

6 PROC 6 PROC

8. For CHANNEL - 1, select the cell for ID 0.

9. Pressthe SPACE bar.
In the cell for CHANNEL - 11D 0, flashing text “ONLIN A01-01" is displayed.

10. For CHANNEL -2, select the cell for ID O.

11. Press the SPACE bar.
In the cell for CHANNEL - 2 ID 0, flashing text is displayed.

12. Press Enter.
The Select Configurable Array(s) menu areais displayed.

Select Configurable Array(s)

A-01

SPAN-1

13. Press the Space bar.
In the A-O1 box, the text SPAN-1 appears.

14. Press F10.
The Logical Drives 01 menu is displayed.

15. On the Logical Drives 01 menu, select Advanced Menu.
The Advanced menu is displayed.

16. On the Advanced menu, select Stripe Size and press Enter.
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17. Type 128 and press Enter.
18. Press Escape.

19. On the Logical Drive 01 menu, select Accept and press Enter.
The Easy Configuration - ARRAY SELECTION MENU screen is displayed.

20. For CHANNEL - 1, sdlect thecdll for ID 1.

21. Press the SPACE bar.
In the cell for CHANNEL - 1 1D 0, flashing text is displayed.

22.For CHANNEL -2, select thecell for ID 1.

23. Press the SPACE bar.
In the cell for CHANNEL - 2 ID 0, flashing text is displayed.

24. Press Enter.

The Select Configurable Array(s) menu areais displayed.
25. Press the Space bar.

The text SPAN-1 appears.

26. Press F10.
The Logical Drives 01 menu is displayed.

27.0nthe Logical Drive 01 menu, select Accept and press Enter.
28. Repeat step 20 to step 27 for ID 2 through ID 5.

29. On the Logical Drives Configured screen, verify that all six Logical Drives (LD)
are set to stripe size 128K B.

30. At the Save Configuration prompt, select YES.
31. Press any key to continue.

32. Press Escape two times.

33. At the Exit? prompt, select YES.

34. Press Ctrl + Alt + Delete to reboot.

The K2 Media Client restarts, system drives are recognized, and startup processes
complete.

If you replaced the SCSI controller adapter, on restart check the SCSI controller
adapter BIOS startup screen. Make sure the firmware is the correct version. The
firmware version reports on the following line:

Standard FW 413Z DRAM = 128 MB (SDRAM)

Version 413Z isthe correct version at the time of thiswriting. Check release notesto
verify the version.
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Making motherboard CMOS settings

NOTE: Thisprocedureisintended for use by Grass Valley Service personnel or
under the direct supervision of Grass Valley Service personnel.

After you remove and replace the motherboard you must make CMOS settings as
follows:

1. Connect keyboard, monitor, and mouse to the K2 Media Client.
2. Restart the K2 Media Client.

3. During the motherboard BI1OS startup screen, press Delete to enter Setup. After the
SCSI controller adapter BIOS screen is displayed, the motherboard BIOS Setup
Utility screen opens.

4. Make the following setting:
Legacy disc A, set to Disabled

5. In the BIOS Setup Utility menu, navigate through the menu system as follows:
Advanced | PCI/PnP Configuration | PCI Slot Configuration | PCI/PICX Frequency (Slot
4).

6. Set the PCI/PCIX Frequency to [PCI 33MHZ].

7. Verify Option ROM Scan settings for the K2 Media Client model and modify if
necessary.

On SD-only models:
a. Select PCI Device Slot #2 | Option ROM Scan. Set to [Enable].
b. Press[ESC] key to go back PCI Slot Configuration menu

C. Select PCI Device Slot #5 | Option ROM Scan. Set to [Disable].
On HD/SD models:

a. Select PCI Device Slot #2 | Option ROM Scan. Set to [Disable].

b. Press[ESC] key to go back PCI Slot Configuration menu

C. PCl Device Slot #5 | Option ROM Scan Set to [Enable].
8. Press Escape to navigate back to the Advanced menu.
9. Select Advanced Chipset Control | Clock Spectrum Feature, Set to Enabled
10. Press F10 and select Yes to save the configuration and restart.

11. Depending on the changes you made, you might need to rescan PCI dots, as
instructed in the next procedure.

Rescanning PCI slots

If aboardinaPCI slot isnot detected, do thefollowing. Thisresets(clears) PCI config
data, then rescans the bus for each slot the next time the K2 Media Client starts.

1. Connect keyboard, monitor, and mouse to the K2 Media Client.
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2. Restart the K2 Media Client.

3. During the motherboard BIOS startup screen, press Delete to enter Setup. After the
SCSl controller adapter BIOS screen is displayed, the motherboard BIOS Setup
Utility screen opens.

4. In the BIOS Setup Utility menu, navigate through the menu system as follows:
Advanced | PCI/PnP Configuration | Reset Config Data. Set to YES.

When set to YES, it is enabled for the next startup and then set back to NO
afterwards.

5. PressF10 and select Yes to save the configuration and restart.

Using recovery disk images

Y ou can create adisk image of the K2 MediaClient system drive and restore from the
image. This simplifies the process of rebuilding a system in a disaster-recovery
scenario.

NOTE: Thisprocessis not intended as a means to backup and restore media.

Thesystem drive of the K2 MediaClient isactually alogical drivemade up of aRAID
1 pair of disks. The system drive is divided into three partitions, as follows:

* TheC: partition — Thisisthe norma PC system drive, which hosts the Windows
operating system and most software components.

e TheD: partition — This drive contains the mediafile system software, including
the mediafile system metadata files and journal files. The drive also contains the
media database application (SQL) and datafiles. By storing the mediafile system
metadata and the media database —both of which contain references to the media
files—on aseparate drive, you can re-imagethe C: system drive while saving your
media.

» TheE: partition — Thisis where recovery disk images are stored.

When you receive your K2 Media Client new from the factory, a default disk image
is stored on the E: partition. Thisimage is specific to your individual machine. It is
not generic for all machines of similar model. It contains al the system specific
information, such as a unique hostname, Windows key, and MAC addresses. From
thisimage you can restore the K2 Media Client to the same state aswhen it leaves the
factory.

Y ou receive arecovery CD with your K2 Media Client. This recovery CD does not
contain adisk image. Rather, the recovery CD is bootable and contains the Acronis
True Image software necessary to create and restore a disk image.

After your K2 Media Client isinstalled, configured, and running in your system
environment, you should create new recovery disk imagesto capture settings changed
from default. These“first birthday” images arethe baseline recovery imagefor the K2
Media Client initslife in your facility. Y ou should likewise create a new recovery
disk image after completing any process that changes system software or data, such
as a software upgrade. In this way you retain the ability to restore your K2 Media
Client to arecent “last known good” state.
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For the highest degree of safety, you should create a set of disk image recovery CDs,
in addition to storing disk images on the E: partition. Since the system drive isRAID
protected, in most cases the disk images on the E: partition will be accessible. But in
the unlikely even of a catastrophic failure whereby you lose the entire system drive
RAID 1 LUN, you can use your disk image recovery CDs to restore the system.

NOTE: Therecovery disk image processis an “ off-line” process. Do not attempt
this process while media access is underway.
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The recovery disk image process that you should follow is summarized in the
following steps.

At the K2 Media Client first birthday...
1. Boot from the Recovery CD.

2. Create a set of disk image recovery CDs. These CDs contain the C:, D:, and E:
partitions.

3. Create adisk image, writing the disk image to the E: partition. Thisdisk image
contains the C: and D: partitions.

4. Copy the disk image from the E: partition to ancther location, such as a network
drive.

At milestones, such as software upgrades...

1. Boot from the Recovery CD.

2. Create adisk image, writing the disk image to the E: partition. This disk image
contains the C: and D: partitions.

3. Copy the disk image from the E: partition to another location, such as a network
drive.

If you need to restore the K2 Media Client...
1. Boot from the Recovery CD.

2. If the E: partition is accessible, read the image from the E: partition to restore the
C: partition, restore the D: partition, or restore both partitions.

3. If the E: partition is not accessible, do the following:
a. Read the disk image from your set of CDs and restore all three partitions.
b. Restart into Windows.
c. Copy your most recent disk image to the E: partition.
d. Boot from the Recovery CD.

e. Read the image from the E: partition to restore the C: partition, restore the D:
partition, or restore both partitions.

Use the following procedures to implement the recovery disk image process as
necessary.
Creating a recovery disk image for storing on E:

Dothefollowing at thelocal K2 MediaClient to create adisk image of the C: partition
and the D: partition and store the image file on the E: partition:

1. Make surethat mediaaccessis stopped and that the K2 M edia Client on which you
are working is not being used.

2. If you have not already done so, connect keyboard, monitor, and mouse to the K2
Media Client.

3. Insert the Recovery CD and restart the machine.
The machine boots from the disc. The Acronis True Image program loads.
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4. In the Acronis True Image main window, double-click Create Image.
The Create Image Wizard opens.

5. On the Welcome page, click Next.
The Selecting Partitions to Image page opens.

6. Select the system (C:) and the Database (D:) partitions and then click Next.
The Image Archive Creation page opens.

7. Inthetreeview select the Backup (E:) partition and then enter the name of theimage
fileyou are creating. Create the file name using the K2 M edia Client hostname and
the date. Name the file with the .tib extension. For example, if the hostnameis
K2Client1, in the File name field you would have
E:\K2Clientl 20051027.tib. Click Next.

The Image Archive Splitting page opens.

8. Leavethe selection at Automatic and then click Next.
The Compression Level page opens.

9. Leave the selection at Normal and click Next.
The Image Archive Protection page opens.

10. Y ou can leave the password fields blank, so that no password isrequired to restore
from theimage file. Click Next.

The Comment page opens.

11. If desired, enter image comments, such as the date, time, and software versions
contained on the image you are creating. Click Next.

The*“...ready to proceed...” page opens.

12. Verify that you are creating images from the C: and D: partitions and writing to the
E: partition. Click Proceed.

The Commit Pending Operations page opens and displays progress.
13. When a“The image was successfully created” message appears, click OK.

14. Exit the Acronis True Image program.
The K2 Media Client restarts automatically.

15. Remove the Recovery CD while the K2 Media Client is shutting down.

16. Upon restart, log on to Windows. When the AppCenter log on appears, you can
cancel.

17. Open Windows Explorer and find the image file on the E: partition.

Creating a recovery disk image CD set

Do the following at the local K2 Media Client to create a disk image of the entire
system drive, which includesthe C:, D:, and E: partitions, and store theimagefile on
aset of CDs:

1. Make surethat media accessis stopped and that the K2 Media Client on which you
are working is not being used.
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2. If you have not aready done so, connect keyboard, monitor, and mouse to the K2
Media Client.

3. Insert the Recovery CD and restart the machine.
The machine boots from the disc. The Acronis True Image program loads.

4. In the Acronis True Image main window, double-click Create Image.
The Create Image Wizard opens.

5. On the Welcome page, click Next.
The Selecting Partitions to Image page opens.

6. Select Disk 1 to select the System (C:), the Database (D:), and the Backup (E:)
partitions and then click Next.

The Image Archive Creation page opens.

7. Inthe tree view select CD-RW Drive (F:) and then enter the name of the image file
you are creating. Create the file name using the K2 Media Client hosthame and the
date. Name the file with the .tib extension. For example, if the hostname is
K2Client1, in the File name field you would have
F:\K2Clientl 20051027.tib. Click Next.

The Compression Level page opens.

8. Leave the selection at Normal and click Next.
The Image Archive Protection page opens.

9. You can leave the password fields blank, so that no password isrequired to restore
from theimage file. Click Next.

The Comment page opens.

10. If desired, enter image comments, such as the date, time, and software versions
contained on the image you are creating. Click Next.

The*“...ready to proceed...” page opens.
11. Remove the Recovery CD and insert a blank CD.

12. Verify that you are creating an image from Disk 1 and writing to the CD-RW Drive
(F:). Click Proceed.

The Commit Pending Operations page opens and displays progress.

13. Remove and insert CDs as prompted. Asyou remove each burned CD make sure
you label it correctly to show the sequence of CDs.

14. When a*“ The image was successfully created” message appears, click OK.

15. Exit the Acronis True Image program.
The K2 Media Client restarts automatically.

16. Remove any CD that is ill in the CD drive while the K2 Media Client is shutting
down.
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Restoring from a recovery disk image on E:

The following procedure can be used on a K2 Media Client that needs itsimage
restored.

1.

Make surethat media accessis stopped and that the K2 Media Client on which you
are working is not being used.

. If you have not aready done so, connect keyboard, monitor, and mouse to the K2

Media Client.

. Insert the Recovery CD and restart the machine. If there is a problem restarting,

hold the standby button down for five secondsto force ahard shutdown. Then press
the standby button again to startup.

The machine boots from the disc. The Acronis True Image program loads.

. In the Acronis True Image main window, double-click Restore Image.

The Restore Image Wizard opens.

. On the Welcome page, click Next.

The Image Archive Selection page opens.

. Inthe tree view expand the node for the E: partition and select theimagefile, then

click Next:
The Verify Archive Before the Restoring page opens.

. Leave the selection at No, | don’t want to verify and then click Next.

The Partition or Disk to Restore page opens.

. Select System (C:) and then click Next.

The Restored Partition Location page opens.

. Select System (C:) and then click Next.

The Restored Partition Type page opens.

10. Leave the selection at Active and then click Next.

The Restored Partition Size page opens.

11. Leave settings at their defaults. The size reported in the upper paneisthe size

detected of the actual C: partition. This should be the same as that reported in the
Partition size field in the middle of the page. Free space before and Free space after
should both be reported at 0 bytes. Click Next.

The Next Selection page opens.

12. Depending on the partitions you are restoring, do one of the following:
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 If you are restoring only the C: partition, select No, I do not and then click Next.
The*“...ready to proceed...” page opens.
Skip ahead to step 18.

 If you are also restoring the D: partition, select Yes, | want to restore another
partition or hard disk drive and then click Next.

The Partition or Disk to Restore page opens. Continue with the next step in this
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procedure.
13. Select Database (D:) and then click Next.
The Restored Partition Location page opens.
14. Select Database (D:) and then click Next.
The Restored Partition Type page opens.
15. Leave the selection at Primary and then click Next.
The Restored Partition Size page opens.

16. Leave settings at their defaults. The size reported in the upper paneisthe size
detected of the actual D: partition. This should be the same as that reported in the
Partition sizefield in the middl e of the page. Free space before and Free space after
should both be reported at 0 bytes. Click Next.

The Next Selection page opens.

17. Select No, I do not and then click Next.
The*“...ready to proceed...” page opens.

18. Verify that you are restoring the correct partition or partitions. Click Proceed.
The Commit Pending Operations page opens and displays progress.

19. Insert CDsas prompted. If ared X error messageisdisplayed, you can safely click
OK and continue to insert CDs as prompted.

20. When a“The image was successfully restored” message appears, click OK.

21. Exit the Acronis True Image program.
The K2 Media Client restarts automatically.

22. Remove any CD currently in the CD drive while the K2 Media Client is shutting
down.

Restoring from a recovery disk image CD set

The following procedure can be used on aK2 Media Client that needs all three
partitions on the system drive restored.

1. Make surethat mediaaccessis stopped and that the K2 Media Client on which you
are working is not being used.

2. If you have not already done so, connect keyboard, monitor, and mouse to the K2
Media Client.

3. Insert the Recovery CD and restart the machine. If there is a problem restarting,
hold the standby button down for five secondsto force ahard shutdown. Then press
the standby button again to startup.

The machine boots from the disc. The Acronis True Image program loads.

4. Insert the last CD (volume) in your recovery disk image CD set. For example, if
there are three CDs that make up the disk image, insert the third CD.

5. In the Acronis True Image main window, double-click Restore Image.
The Restore Image Wizard opens.
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6. On the Welcome page, click Next.
The Image Archive Selection page opens.

7. Inthe tree view expand the node for the CD ROM drive and select the image file,
then click Next:

The Verify Archive Before the Restoring page opens.

8. Leave the selection at No, | don’t want to verify and then click Next.
The Partition or Disk to Restore page opens.

9. Select Disk 1 to select all three partitions and then click Next.
The Restored Partition Sizing page opens.

10. Select No, | don’t want to resize source partitions and then click Next.
The Restored Hard Disk Drive Location page opens.

11. Select Disk 1 and then click Next.
The Non-Empty Destination Hard Disk Drive page opens.

12. Select Yes...delete all partitions... and then click Next.
The Next Selection page opens.

13. Select No, I do not and then click Next.
The*“...ready to proceed...” page opens.

14. Verify that you are restoring partitions. Click Proceed.
The Commit Pending Operations page opens and displays progress.

15. Insert CDsas prompted. If ared X error messageis displayed, you can safely click
OK and continue to insert CDs as prompted.

16. When a“The image was successfully restored” message appears, click OK.

17. Exit the Acronis True Image program.
The K2 Media Client restarts automatically.

18. Remove the Recovery CD while the K2 Media Client is shutting down.

Replacing a K2 Media Client

To correct some system faults Grass Valley Support sends you a replacement K2
Media Client. Contact Grass Valley Support if you think you need a replacement K2
Media Client.
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Chapter 4

Troubleshooting problems

If you think there is something wrong (broken) with your K2 client system, go
through the following preliminary steps:

» “Step 1: Check configurations’ on page 64

» “Step 2: Check connections and external equipment” on page 64
» “Step 3: Check system status messages’ on page 64

o “Step 4: Identify problems using the startup sequence’ on page 64
Then use the following topics to troubleshoot specific problem areas:
» “Shutdown/restart problems’ on page 69

» “Checking external equipment” on page 70

» “Power connection sequence’ on page 71

» “Motherboard/BIOS startup” on page 71

» “Windows startup” on page 71

» “K2 MediaClient system startup” on page 72

e “Thermal problems’ on page 73

» “Codec board problems’ on page 73

» “Power supply problems’ on page 73

e “CD drive problems’ on page 74

* “Video problems’ on page 75

e “Audio problems’ on page 76

» “Timecode problems’ on page 77

» “Operational problems’ on page 78

» “System problems’ on page 79

» “Storage problems’ on page 80

» “Network, transfer, and streaming problems’ on page 83

November 23, 2005 K2 Media Client Service Manual



Chapter 4 Troubleshooting problems

64

Step 1: Check configurations

Many times what appears to be a K2 Media Client fault is actually an easy-to-fix
configuration problem. Check settings in Configuration Manager and verify that the
system is configured as you expect. Refer to the K2 Media Client User Guide and the
K2 Media Client System Guide.

Step 2: Check connections and external equipment

Loose or improperly connected cables are the most likely source of problemsfor the
system. A quick check of all the cable connections can easily solve these problems.
Refer to the K2 Media Client System Guide for help with making connections. Refer
to the troubl eshooting topic “ Checking external equipment” on page 70if you suspect
afailure in a device connected to the K2 Media Client.

Step 3: Check system status messages

Whilethe K2 Media Client isin operation, some problems are detected and reported
in system status messages. To view system status messages, in AppCenter select Help
| System Status. Also refer to “Viewing AppCenter system status messages’ on

page 34.

When connecting to a K2 Media Client from a control point PC using remote
AppCenter, if thereisan AppCenter system startup error, the error is reported during
the connection attempt.

If the system status message indicates a problem, refer to the related troubleshooting
topic later in this chapter.

Step 4: Identify problems using the startup
sequence

The startup sequence is your primary tool for identifying aK2 Media Client fault. As
the different levels of the K2 Media Client system become operational in the startup
process, the primary components of the system are checked. Y ou can identify most
problemsby eval uating the messages and other indicatorsthat occur during the startup
sequence.

NOTE: This procedure assumesthat the K2 Media Client isin the normal (online)
mode, not the offline mode.

To identify problems using the startup sequence, do the following:

1. Connect mouse, keyboard, and monitor. Y ou must observethe VGA screen and be
ableto interact with the system via keyboard and mouse to fully identify problems.

2. Restart the K2 Media Client. If you have problems, refer to “ Shutdown/restart
problems’ on page 69.

3. Once the startup sequence begins, observe the progression of behaviorsaslisted in
the following table. These are the behaviors you should expect to see and/or hear
for anormally operating K2 Media Client. If you observe behaviors other than
those listed, refer to the indicated troubleshooting topics to identify problems.
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NOTE: You can pressthe Pause/Break key on the keyboard to keep Bl OS text on

the screen for longer viewing.

At about
this time... This behavior should occur... If not, refer to the following:
— Pressing the standby button starts the K2 Media Client “Shutdown/restart problems’ on page 69
0 seconds Power on LED goes on and stays on. “Power supply problems” on page 73
Service LED stays off.
Power supply LEDs go on (green) and stay on.
Chassis fan module and processor fan start “Thermal problems’ on page 73
2 seconds CD LED flashes intermittently. This lastsfor 5 - 10 seconds. “CD drive problems’ on page 74
3 seconds On motherboard GigE ports, green LEDs go on, then off, then  “Network, transfer, and streaming
on and stay on. This sequence lasts about 3 seconds. problems” on page 83
18 seconds  On NIC GigE ports, green and orange LEDs go on.
22seconds  Motherboard BIOS startup information appears, as “Motherboard/BIOS startup” on page 71
documented page 67.
25seconds  On NIC GigE board ports, orange LEDs go off. Green LEDs “Network, transfer, and streaming
stay on. problems” on page 83
SCSI controller adapter startup information appears, as “System problems’ on page 79
documented page 68.
62 seconds  Motherboard BIOS startup summary screen appears, as “Motherboard/BIOS startup” on page 71
documented page 69.
66 seconds  Black screen appears. “Motherboard/BIOS startup” on page 71
71seconds  Windows starting up screen appears “Windows startup” on page 71
93seconds  Keyboard lights flash “Checking external equipment” on page 70
On al GigE ports, LEDs go off, then orange LEDsgoonand  “Network, transfer, and streaming
stay on while link activity LEDs begin pulsing, indicating problems” on page 83
network traffic
94seconds  Black screen appears “Motherboard/BIOS startup” on page 71
109 seconds  Blue screen appears “Windows startup” on page 71
113 seconds  Windows logon screen appears. “Windows startup” on page 71

Logon to Windows to continue the startup sequence.

After Windows logon:

0 seconds Grass Valley logo desktop appears “K2 Media Client system startup” on
page 72

9 seconds Desktop icons and startbar appear “Windows startup” on page 71

12 seconds  AppCenter logon box appears. “K2 Media Client system startup” on

page 72

Logon to AppCenter to continue the startup sequence.

After AppCenter logon:
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At about

this time... This behavior should occur... If not, refer to the following:

0 seconds System Startup messages appear “K2 Media Client system startup” on
page 72

Time All system components check out as OK and AppCenter “Operationa problems’ on page 78

varies. workstation opens. Media operations are functional.

Between 30

secondsand

2 minutes.
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Motherboard BIOS startup information

The following information appears on the locally connected VGA monitor during a
normal startup of the K2 MediaClient. Thisisapart of the BIOS Power On Self Test
(POST) generated by the motherboard.

Information Explanation

Phoenix BIOS XX... Motherboard BIOS and firmware version
information

Copyright... Copyright information for the manufacturer of the
motherboard.

Supermicro X5DP8-G2/X5DPE-G2/X5DP6... Motherboard model information

CPU =2 Intel (R) Xeon (TM) CPU 2.66 GHz Report of processor(s) currently installed on
motherboard

System Bus at 533MHz

Hyper-Threading Enabled

1023M System RAM Passed Results of test of memory currently installed

512K L2 Cache SRAM Passed Results of test of memory currently installed

System BIOS shadowed

Video BIOS shadowed

ATAPI CD-ROM: TEAC CD-W5526 Report of removable mediadrive currently installed

Mouse Initialized Report of mouse detected
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SCSI controller adapter BIOS startup information

The following information appears on the locally connected VGA monitor during a
normal startup of the K2 MediaClient. Thisisapart of the BIOS Power On Self Test
(POST) generated by the SCSI controller adapter.

Information

Explanation

LSl MegaRAID BIOS Version...

SCSI controller adapter BIOS and firmware
version information

Copyright...

Copyright information for the manufacturer of the
SCSI controller adapter.

Initializing SCSI controllers
Scanning...

Checking...

Spinning...

Reading...

Thislist of flashing messagesrefer to the startup of
theinternal RAID drives and their supporting
components.

HA-1 (Bus 3 Dev 0) MegaRAID SCSI 320-2X

Report of the SCSI controller adapter

Standard FW 413Z DRAM = 128 MB (SDRAM)

Report of firmware and memory installed on the
SCSI controller adapter.

6 Logica drivesfound...

6 Logical drives handled...

A report of the LUNs (RAID 1 drive pairs)
currently installed. Internal storage models have
six logical drives. Externa storage models have
onelogical drive.

Press <Ctrl> <M> to run Configuration Utility

Press <Ctrl> <H> for WebBIOS

Thisisthe SCSI controller adapter configuration.
Do not pressthese keys. All settings should be left
at their default values.

K2 Media Client Service Manual

November 23, 2005



Motherboard BIOS startup summary screen

Motherboard BIOS startup summary screen

The following information appears on the locally connected VGA monitor during a
normal startup of the K2 Media Client. Thisis a summary of the current settings for
the motherboard BIOS.

Phoenix BIOS Setup Utility

CPU Type: Intel (R) Xeon (TM) CPU 2.66 GHz

CPU Speed: 2.66 GHz System ROM: ES5B7-FFF
System Memory: 640 KB BIOS Date: 10/28/04
Extended Memory: 1047040 KB COM Ports: 03F8 02F8
Shadow RAM: 384 KB LPT Ports: 0378

L2 Cache: 512 MB Display Type: EGA/VGA

PS/2 Mouse: 1Installed
Hard Disk 0: CD-ROM Diskette A: Disabled
Hard Disk 1: None Diskette B: Disabled
Hard Disk 2: None

Hard Disk 3: None

PCIX Slot 1/2/3: 66 MHz PCIX Slot 4: 33 MHz

PCIX Slot 5: XX* MHz PCIX Slot 6: 133 MHz

& PCIX Slot 5is66 MHz on SD-only models, 133MHz on HD/SD models.

Shutdown/restart problems

If the K2 MediaClient isinoperable dueto a software error it can effect the operation
of the standby button. If pressing the standby button does not shut down the K2 Media
Client, press and hold the button for five seconds. Thisforcesthe K2 MediaClient to
execute a hard power down. If that doesn’t work, disconnect the power cable.
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Checking external equipment

This section provides troubleshooting procedures for external devicesthat connect to
the K2 Media Client. Before using these procedures, first check connections, asin
“Step 2: Check connections and external equipment” on page 64.

VGA display problems

Problem

Possible Causes

Corrective Actions

Screen turns on, but nothing
from K2 MediaClient is

displayed

VGA connector or cableis
faulty.

Replace VGA monitor.

K2 MediaClient system settings
have been tampered with.

Restore default settings by
restoring the system driveimage
from arecent backup image.

Keyboard problems

The keyboard is detected during BIOS startup. There should be a very brief message
displayed indicating detection of input devices connected to USB or PS2 ports

Problem

Possible Causes

Corrective Actions

The K2 Media Client does not
respond correctly when one or
more of the keys on the
keyboard are pressed.

The keyboard is faulty.

Replace the keyboard.

K2 MediaClient system settings
have been tampered with.

Restore default settings by
restoring the system driveimage
from arecent backup image.

Mouse problems

The mouse is detected during BIOS startup. There should be avery brief message
displayed indicating detection of input devices connected to USB or PS2 ports.

Problem

Possible Causes

Corrective Actions

The K2 Media Client does not
respond correctly when one or
more of the buttons on the
mouse are clicked.

The mouseis faulty.

Replace the mouse.

K2 MediaClient system settings
have been tampered with.

Restore default settings by
restoring the system driveimage
from arecent backup image.
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Power connection sequence

The following table lists the sequence of behaviors you should expect to see and/or
hear as you connect the power cableto anormally operating K2 Media Client. If you
observe behaviors other than those listed, refer to other sections of this manual to
investigate potential problems.

In this On the K2 Media Client front panel or chassis, If not, refer to the following.

time... look/listen for the following...

0 seconds The CD light flashes on and off quickly. “CD drive problems’ on page 74
Power on LED goes on and stays on. “Power supply problems’ on page 73

Drive busy LED goes on then off.
“Mediadisk problems’ on page 80

3 seconds If thereisaL AN connection, thegreen LED onthe  “Dua Ethernet adapter LAN connector indicator
NIC adapter (rear panel) goes on and stays on. codes’ on page 27

This power connection sequence assumes that before the power cord was removed,
the K2 Media Client was properly shut down from AppCenter, from the Windows
operating system, or from the standby button. If the power cord was removed without
aproper shutdown, when the power cord is connected the K2 Media Client might go
directly to the startup sequence. Refer to “ Shutdown/restart problems” on page 69.

Motherboard/BIOS startup

A few seconds after startup, on the VGA monitor a black screen is displayed with
system information messages. Thisisthe BIOS Power On Self Test (POST). Press
Delete on the keyboard during this time to enter the BIOS settings pages. When the
BIOS POST completes the Windows operating system begins to load.

If during the BIOS POST time amessage appearsthat requiresyour input or if the K2
Media Client does not progress to Windows startup, it indicates a problem at the
motherboard level. To correct problems of this nature, contact Grass Valley Support.

Windows startup

After the motherboard startup processes compl ete the Windows operating system
starts up. Normally the Windows operating system completes its processes
automatically without the need to press keys or respond to messages. When the
Windows startup is compl ete the Windows logon dialog box is displayed.

If the Windows startup screen does not proceed automatically or if amessage appears
that requires your input, it indicates a problem at the operating system level. If the
problem cannot be corrected with a supported procedure (such as networking), the
Windows operating system is not operating as it should. To correct problems of this
nature, restore the system drive image. Refer to “Using recovery disk images’ on
page 54.
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K2 Media Client system startup

After the Windows operating system startup processes complete, you must log in to
AppCenter to trigger K2 Media Client system startup processes to begin. The K2
Media Client determines that system health is adequate by checking critical
subsystems. Critical subsystems are those upon which the K2 Media Client depends
for core functionality. Critical subsystem checks are displayed in the System Startup
message box.

System Startup

Connecting to local
\) Checking file system...

When all critical subsystem checks are successful, AppCenter workstation opens. If
one of the system checksfails, a message appears and AppCenter does not open, so
the K2 Media Client is unable to accomplish media operations. Refer to “ Critical

system startup messages’ on page 34 for alist of the messages that can appear.

To correct problemsrevealed at system startup, use the indicated troubleshooting
information from the following sections.
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Thermal problems

Problem

Possible Causes

Corrective Actions

Thefansare noisy or otherwise
run erratically. The K2 Media
Client overheats. This can be
accompanied by a StatusPane
message indicating a
temperature or fan problem.

Airflow is blocked.

The fan module is not operating
correctly.

Ensure adequate airflow around
the K2 Media Client.

Inspect the fan module and its
connections for proper
operation. If the fans are not
operating correctly, replace the
fan module as explained in “Fan
module removal” on page 87.

Codec board problems

Investigate the problem further as described in the following table. If the problem
persists, contact Grass Valley Support.

Problem

Possible Causes

Corrective Actions

A system status message
indicates a problem with the
codec board.

The codec board and/or riser
board are not connected properly
or are faulty.

Visualy inspect the RTP board
and codec board. Make surethey
are connected properly and there
isno sign of physical damage.
Restart the K2 Media Client. If
the problem persists, replace the
codec board. Refer to “ Codec
board removal” on page 94.

Power supply problems

Problem

Possible Causes

Corrective Actions

The K2 Media Client will not
power on or power fails while
the K2 MediaClientisin
operation. This can be
accompanied by a StatusPane
message indicating a power
supply problem prior to the
failure.

The power sourceis faulty.

Make sure your power sourceis
reliable.

The power cord isfaulty.

Try another power cord.

The K2 Media Client is too hot.
The built-in overtemperature
protection can shut down the
power supply.i

Check for thermal problems.
Cool the K2 Media Client.

The power supply isfaulty. This
isindicated if the front panel
power indicator does not come
on.

Replace the power supply

If the power source and the power cord are OK, replace the power supply. Refer to
“Power supply removal” on page 89.
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CD drive problems

Problem

Possible Causes

Corrective Actions

Thereisno accessto adisk in
the CD drive. This can be
accompanied by an error
message from the Windows
operating system.

Thereisaproblem with the disk
currently inserted in the drive,
the Windows operating systemis
not recognizing the drive, or the
driveitself is dirty or faulty.

1. Make sure a correctly
formatted disk isinserted
correctly. Try another disk if
necessary. If the problem
persists with a correctly
formatted and inserted disk,
proceed with the next step.

2. Watch the disk drive access
lights while you attempt access
to thedisk. If the lights do not
flash correctly, restart the K2
MediaClient and try disk access
again. If the problem persists,
proceed with the next step.

3. Clean thedrive with a
cleaning kit (availablein
computer stores) and try disk
access again. If this does not fix
the problem, replace the drive as
explained in “Removable media
drive removal” on page 93.

When attempting to burnaCD,
a“F:\isnot accessible.
Incorrect function” messageis

displayed.

The K2 Media Client does not
support burning CDs under the
Windows operating system.

None. The only supported
process for burning CDsisthe
recovery disk image process,
which occurs while the K2
Media Client is booted from the
Recovery CD, not Windows.
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Video problems

For the corrective actionsin this section, refer to the K2 Media Client User Guidefor
detailed instructions.

Problem Possible Causes Corrective Actions

Thepicturelevel modulatesata  Thereisexcessvehumridingon  Check thevideo input signal for

particular frequency. the video input signal. excessive hum.
In stop mode the still-play Two fields are displayed in still Switch the still-play mode
video showssomemotionjitter.  play mode. setting to Field.
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Audio problems

For the corrective actionsin this section, refer to the K2 Media Client User Guide for

detailed instructions.

Problem Possible Causes Corrective Actions
No audio Wrong audio input selected Select the correct audio input.
No embedded audio Wrong embedded audio input Ensure the correct embedded

group selected.

Wrong embedded audio output
group selected.

audio input group is selected.

Ensure the correct embedded
audio output group is selected.

Playback audio output is
distorted.

Audio input signal clipping
caused by excessive audio input
level.

Check for input audio clipping.
Adjust the audio input trim.
Adjust the Player audio level.
Reduce the source audio input
level.

Audio level istoo low.

Audio level needsto be adjusted.

Adjust the Player or Recorder
audio level. Increase the source
audio input level.

The audio level is not correct
only when playing a particular
clip.

The clip’'saudio level isout of
adjustment.

LoadtheclipinPlayer and adjust
its playback audio level.

Audio level meters do not
display the correct reference
level used in my system.

Incorrect audio reference level

Select the correct audio
reference level.

Audio meters do not appear in
the AppCenter Monitor Pane.

The Monitor Pane configured to
not display audio meters.

Configure the Channel
Monitoring setting to display
audio meters.
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Timecode problems

For the corrective actionsin this section, refer to the K2 Media Client User Guidefor
detailed instructions

Problem Possible Causes Corrective Actions

Recorded timecode reads No timecode source for the Set the timecode source.

XX XX XX XX. channdl.

A clip shows no mark-in/ The selected timecode source Check that you have the right

mark-out timecode, the current  was missing or intermittent record channel timecode source

timecode display shows during recording. selected, verify that timecodeis

XX XX:XX:XX, or the last present in the source, and record

valid timecode is displayed. the clip again. You can also
stripe the timecode on an
existing clip.
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Operational problems

For the corrective actionsin this section, refer to the K2 Media Client User Guide for

detailed instructions.

Problem

Possible Causes

Corrective Actions

The K2 MediaClient is not
operating as expected in
relationtoasetting displayedin
Configuration Manager.

The setting was changed in
Configuration Manager but not
saved to the database.

Verify the setting you want in
Configuration Manager and then
select OK. When prompted to
change the system settings,
select Yes.

AppCenter displays different
buttons than those expected.

Assignable buttons have been
changed.

Assign buttonsto theinterfaceas
desired.

A clip does not play, even
though other clips play on the
same channel.

The clip does not match current
K2 Media Client settings or the
clipiscorrupt.

If the clip appears grayed-out it
means it doesn’'t match current
settings. Check the clip’s
properties and verify they are
correct for the video standard,
compression, and other current
settings. Compare properties
with those of aclip that plays
correctly. If properties are
correct theclipiscorrupt. Delete
and re-record the clip.

A clip can not be edited.

Theclipislocked.

Unlock the clip.

Can't rename a clip or modify
mark-in/mark-out points

Thecliploaded or playingisstill
being recorded. In this case,
“Read-Only” isdisplayed in the
StatusBar.

Wait until recording is complete.

Cannot load and play alist.

The application currently
selected for the channel is not
Playlist.

Select Playlist as the channel
application. Listsload and play
in the Playlist application only.

On setting mark-out, the
subclip is automatically
generated and gjected, and a
new subclip nameis loaded in
the subclip pane.

Auto Subclip mode is enabled.

Disable Auto Subclip mode.

Can't change what information
isdisplayed in the Monitor

Y ou are attempting to use
Configuration Manager to

Use the Playlist Options dialog
instead.

Pane for Playlist. change what information is
displayed in Monitor Pane for
Playlist.
Can't gect alist. Thereis no gect operationin Removethelistfromthe Playlist

Playlist, asalist must always be
loaded.

application by creating anew list
or by opening an existing list.

Can't control a channel from
the AppCenter. Controls are
disabled.

A protocol application is
selected for the channel and the
channel’s control modeis set to
Status.

Set the control mode for limited
local control.
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System problems

For the corrective actionsin this section, refer to the K2 Media Client User Guidefor

detailed instructions.

Problem

Possible Causes

Corrective Actions

One of therecord channelsdoes
not record or video is jumpy.

The K2 MediaClientis
configured for PAL, yet the
video input isNTSC

Check the current setting for
video standard. Verify that the
video input signal isthe correct
standard.

A scheduled event, such asan
automatic play or record event,
does not occur at the proper
time.

Thetime-of-day sourcefor event
scheduling is not accurate.

Verify the time-of-day source.
Verify the source' stime
accuracy.
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Storage problems

Use the following sections if you suspect problems with your K2 Media Client’s
storage system. Refer to the K2 Media Client System Guide for Storage Utility

procedures.

Media File System problems

Problem

Possible Causes

Corrective Actions

One or more clips do not play
or record correctly. Thiscan be
accompanied by a StatusPane
message indicating afault in
the mediafile system.

The media database is out of
syncwiththemediafilesor there
isacorrupt mediafile. Also see
“Checking the storage system”
on page 82 for causes related to
certain usage patterns.

1. If the problem is only
associated with aspecific clip or
clips, deletethe problem clips. If
the problem persists, proceed
with the next step.

2. Work through “Checking and
repairing media’ on page 39. If
the file system fails the check
process you must make a new
file system. When you do so you
lose dl media.

During K2 MediaClient startup
a“...nofilesystemrunning...”

message appears.

Thefile system is corrupt or
disks are faulty/missing such
that they are not part of astripe

group.

Work through “ Checking and
repairing media’ on page 39. If
the file system fails the check
process you must make a new

file system. When you do so you
lose all media.

Media disk problems

On the Windows desktop open My Computer for aquick check of the drives. You
should see C:, D:, E:, and V: drives.

Possible Causes Corrective Actions

A mediadiskisbad or
there has been a
hardware failure.

Problem

No clips appear in the Clips
pane. This may be
accompanied by a startup
message or a StatusPane
message regarding media
disks being unavailable.

Open Storage Utility and identify faulty disks.
Replace faulty disks. Refer to “Replacing a
RAID drive’ on page 39.

On startup the VGA startup
sequence stalls at the black

screen with a“...operating

system not found...”

message.

Thereisaproblem
with the RAID 1
(pair) system drive.

Check the RAID system disks. If status lights
indicate problems on both drives, replace the
drives. Refer to “Configuring NVRAM” on

page 49.

80 K2 Media Client Service Manual November 23, 2005



Media disk problems

Problem Possible Causes Corrective Actions
The StatusPane message The mediadisks are In Recorder, sel ect the Time Domeand choose
“Mediadisksgetting full...”  reaching maximum Available Storage. If the Time Domeisfilled

appears or a“FSS
‘default(0)"” message
appesars.

capacity.

it confirmsthat your K2 Media Client isout of
space. Make space on the media drives by
doing the following:

- Delete unused clips and empty the Recycled
Bin.

When streaming to another
K2 Media Client the
operation fails. In Transfer
Monitor the streaming
operation shows

Thereis anetwork
connection error or
the mediadisks at the
destination are
reaching maximum

Check network connections and
configuration. Check available storage on the
destination K2 Media Client. In Recorder,
select the Time Dome and choose Available
Storage. If the Time Domeisfilled it

“ Status.Error”. capacity. confirmsthat the destination K2 Media Client
is out of space. Make space on the media
drives by deleting unused clips and emptying
the Recycle Bin.

Playback flashes. After this ~ Oneof thedisksisnot  If you have recently removed and replaced

occurs for several seconds a
decoder error occurs and the
play channel hangs.

part of the stripe
group becausethereis
adisk error or because
disks have been

RAID drives, make sure that you have
returned them to their correct position. If this
solves the problem, use the Storage Utility to
check the file system.

re-arranged.
System status message “File  Extended record/play ~ Use the Storage Utility to check thefile
system...isfragmented”. activity has system.

fragmented the disks.

Continual and noticeable
black frames or freeze
framesin video.

Drives are aging.

Look in the Windows system log. Aging
drivesareindicated if you see alarge quantity
of the following types of errors:

dmio: HarddiskO write error at block...

Replace aging drives.
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82

Checking the storage system

The following section provides guideline for investigating problem areas related to
the storage system. Use this section if you have problems with media input and/or
output that are intermittent or seem to be related to certain usage patterns.

Problem

Possible Causes

Corrective Actions

Symptoms can include
black video recorded or at
playout, frozen video, slow
performance, or
inconsistent media access.
These symptoms can be
accompanied by
StatusPane messages
regarding disk problems or
overrun/underrun
conditions for encoders,
decoders, or timecode.

The following causes can occur on
their own or in combination to
produce the problem:

Disk oversubscription — This
occurs when requests to the media
disk exceed the disk’s bandwidth
capabilities. This generally occur in
extreme cases when a combination
of high-bandwidth operations are
taking place, such asjog/shuittle,
record/play on multiple channels, or
streaming multiple clips.

High CPU activity in Windows —
This occurs when activities on the
Windows operating system over-tax
the capabilities of the motherboard
processor. This commonly happens
when unsupported software has been
installed that competes with K2
Media Client applications. Virus
scanners and screen savers can cause
this type of problem, since they can
start automatically and consume
system resources.

Encoder overrun — This occurs
when an encoder is flooded with
more data than it can process within
its real-time requirements for
recording.

Decoder underrun — This occurs
when a decoder is starved for data
and cannot deliver enough to satisfy
real-time requirements for playout.
Disk faults — This occurs when a
mediadisk isseverely fragmented or
has a bad blocks that interfere with
some, but not all, media operations.
For example, aparticular clip can be
written on a bad block, so the
problem occurs only on that clip.

Try to re-create the problem.
Identify all the interactions that
affected the system and run all
the same operations as when the
error occurred. Record/play/
stream the same clips.
Investigate the functions that
seem to push the system into the
error state. If you determine that
certain simultaneous operations
cause the problem, re-order your
workflow to avoid those
situations. If you determine that
the problem is only on certain
clips, investigate disk faults.
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Network, transfer, and streaming problems

Network, transfer, and streaming problems

Problem

Possible Causes

Corrective Actions

When importing or exporting
(sending) between K2 Media
Clientsa“...failed to
connect...” message appears
and the operation fails.

Thereis aproblem with
Windows networking or thereis
amis-spelling with the host
name as entered in
Configuration Manager.

Check networking asfollows:

- Check basic Windows
networking. Use Windows
Explorer to test abasic copy
operation to the machine to
which you are trying to connect.
If basic networking fails, use
standard Windows proceduresto
troubleshoot and correct your
network.

- If the Windows network is
working properly, in AppCenter
select System | Configuration |
Remote and verify that the name
of the machine to which you are
trying to connect is spelled
correctly and hasno extraspaces
or characters.

The K2 Media Client to which
you are trying to connect is not
operating or the network is
mis-configured.

Verify that the K2 Media Client
to which you are trying to
connect is operational and that
the network is configured
correctly. Verify that thenameof
the K2 Media Client is entered
correctly in the Configuration
Manager Hosts page. Refer to
networking proceduresinthe K2
Media Client System Guide

A networked device does not
appear in the“Import” and
“Send to” dialog boxes, even
though it is present on the
Windows network.

Thedeviceisnot entered as a
host.

In AppCenter select System |
Configuration | Remote | Add
and enter the name of the
machine to which you aretrying
to connect. Make sureitis
spelled correctly and has no
extraspaces or characters. Refer
to networking procedures in the
K2 Media Client System Guide.

Files do not appear in” Send
To” or “Export” dialogs.

File names do not have proper
extensions.

Rename files with proper
extensions.

Also refer to the UIM Instruction Manual for more troubleshooting information.
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Chapter 5

Removing and replacing FRUs

Field Replaceable Units (FRUs) are modular hardware components that can be
serviced without disturbing other componentsin the system. The following topics
discuss working with the K2 Media Client FRUs:

o “Externa Parts Removal”
e “Internal Parts Removal”

The picturesin these topics show how to disassemble. Unless otherwise documented,
re-assembly isthe reverse.

Unless otherwise indicated, you need only a Torx tool with T15 magnetic tip to
remove and replace partsin the K2 Media Client.

Y ou can also replacethe entire K2 MediaClient asaFRU, asexplained in “ Replacing
aK?2 Media Client” on page 61.

NOTE: Only Grass Valley components are supported. Do not attempt to use
components procured from a different source.

NOTE: Do not discard any hardware unless specifically instructed to do so.

A WARNING: To avoid seriousinjury from high currents, ensure that
the power cords are disconnected prior to removing or replacing any
parts.

A CAUTION: Thissystem contains board-level componentsthat must be
protected from static discharge and physical shock. Wear awrist strap
grounded through one of the system's ESD Ground jacks when
handling system components.
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External Parts Removal

This section provides the following procedures:
» “Opening the front bezel” on page 86

» “Fan module removal” on page 87

* “Front panel removal” on page 88

* “RAID disk removal” on page 89

» “Power supply removal” on page 89

All the partsin this category can be removed and replaced without opening the K2
Media Client cabinet and, except for the power supply, are accessible from the front
of the cabinet.

Opening the front bezel

Press latches
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Fan module removal

Fan module removal
To remove the fan module, first open the front bezel, then proceed as illustrated.

Y ou can remove the fan module whilethe K2 Media Client is operating. If you do so,
make sure you replace it within one minute to ensure that the correct operating
temperature is maintained.
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Front panel removal
To remove the front panel, first remove the fan module, then proceed asillustrated.

0 Remove screws

i % |
“ 3 /y @ slide panel

straight out

Y ou must remove the front panel before removing the SCSI interface board.
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RAID disk removal

RAID disk removal

Before removing a RAID disk, refer to “Replacing a RAID drive” on page 39. You
should make sure you have identified the proper disk module and disabled the disk

modul e before removing it.

Toremove aRAID disk first open the front bezel and remove the fan module as
described in the previous procedures, then proceed asillustrated.

o Push in on drive
to release tension
on latch

9 Press latch

® slide out

Wheninstalling amediadrive, pushit in firmly and make surethat it clicksinto place
completely.

Power supply removal
Access the power supply from the rear panel. Remove as illustrated.

@ Disconnect
power cord

9 Loosen retaining
screw (phillips

head) three
turns \

9 Slide out

@ Liftlatch
lever

November 23, 2005 K2 Media Client Service Manual



Chapter 5 Removing and replacing FRUs

Internal Parts Removal

The sectionsthat follow show how to remove internal partsfrom the K2 Media Client.
» “Top cover removal” on page 91
» “SCSl interface board removal” on page 92
* “Removable media drive removal” on page 93
e “Codec board remova” on page 94
» “Mezzanine board removal” on page 96
» “RTP board removal” on page 97
» “Rear card guide removal” on page 98
» “SCSI backplane remova” on page 99
* “RS-422 adapter removal” on page 101
» “Graphics board removal” on page 102
» “Dual Ethernet adapter removal” on page 103
e “SCSI controller adapter removal” on page 104
* “XLR board remova” on page 105
» “Center support bracket removal” on page 106
e “CPU motherboard removal” on page 107
A CAUTION: To avoid possible damage to circuit boards and other

sensitive parts, turn off the K2 Media Client and disconnect AC power
before opening the top cover or removing any internal parts.
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Top cover removal

Top cover removal

To access the internal hardware, first remove the top cover as follows:

N

@ Remove screw @ Pull cover toward
rear 2 cm to release,

then lift off
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SCSl interface board removal

To remove the SCSI interface board, first remove the top cover and the front pane,
then proceed asillustrated.

@ Remove USB
cable
@® Remove power distribution cables © Remove fan
power cable

@® Remove SCSI 1

@ Remove SCSI0
cable*

e
* Trace SCSI cables to =S S )
RAID controller adapter @ Remove six screws
to identify
@ Disengage from
backplane

@ slide out through

Refer to “ SCSI controller adapter removal” on page 104 for cable detail on RAID
controller adapter to identify SCSI 0 and SCSI 1 cables.
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Removable media drive removal

Removable media drive removal

Toremovethe CD drive, first remove the top cover and the fan module, then proceed
asillustrated.

® slide out

W\

@® Remove screws

0 Disconnect
cables

For the CD drive, you must exchange the brackets with the replacement unit, asin the
following illustration.

(1) R%m”(?Ve ﬁCf%WS T @ Transfer brackets
(phillips head) to replacement unit
on both sides
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Codec board removal
To remove the codec board, first remove the top cover, then proceed asillustrated.

0 Disconnect large
power cable

On HD/SD models,
also disconnect
small power cable

' e Disengage from RTP

l—nmwwwwmmm

*On HD/SD models
do not remove any
of the eight mezzanine
board screws

9 Lift board gently from
chassis, then reach
under and disconnect
XLR board cable

The codec board in HD/SD models and the codec board in SD-only models are
different sizes. On HD/SD models the codec board is wider, as shown. This requires
that the RTP board bein rear dot two. On SD-only models, the codec board is
narrower, which requires that the RTP board bein rear slot five. Take thisinto
consideration when removing a codec board.

To ingtall the replacement codec board proceed to the next illustration.
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Codec board removal

When ingtalling the replacement board, make sure screws are installed in the proper
sequence, asillustrated:

@ Connect large
power cable

On HD/SD models,
also connect
small power cable

‘ 9 Carefully engage the

ﬁmmwwwmm

e Install side
screws tightly

/ ‘
> e Tighten

@@,\ center b

) screw

@ Install side o

screws b @
e Loosely install !
center screw Yz
7
/

7z
//
= o nstall center

/ rear screw

@ Install side

0 Move board into position, screws

then reach under and
connect XLR board cable
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Mezzanine board removal

On HD/SD models, to remove amezzanine board, first remove the top cover and the

codec board, then proceed asillustrated.

@ Remove the four
screws attaching the
faulty mezzanine board

Screws for P3/R2
mezzanine board

s

Screws for P4/R1
mezzanine board

P4/R1
mezzanine
board

@ Flip the codec board
over so the mezzanine
board is on top.

@ Rock the board slightly
to the side to disengage
connectors at both ends.

remove board.

NOTE: Make surethereplacement board isthe sametype (encoder or decoder) and
installs in the same position as the faulty board. Changing the type, position, or
number of encoder/decoder mezzanine boards renders the K2 Media Client

inoperable.
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RTP board removal

RTP board removal

To remove the RTP board, first remove the top cover and the codec board, then
proceed as illustrated.

LIft lever to
9 disengage ‘

board

Lift board
straight up

Keep board aligned front and
rear when sliding out and in.

0 Loosen retaining screws
on adjacent boards to allow
the RTP board to move in the
rear panel slot.

On HD/SD modelsthe RTP board isin rear panel slot two, as shown. On SD-only
models the RTP board isin rear panel slot five.

After installing the replacement RTP board, install the current version of K2 Media
Client software. (Note: An over-install isall that isrequired. Y ou do not need to first
un-install the software.) This ensuresthat the board is flashed with the proper version
to be compatible with K2 Media Client software.
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Rear card guide removal

To remove the rear card guide, first remove the top cover, the codec board, and the
RTP board, then proceed as illustrated.

L

y, guide
i

0
|

/
>4 IR
\,“

I

0 Remove
screws
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SCS backplane removal

SCSI backplane removal

To remove the SCSI backplane, first remove the top cover and the codec board, then
proceed as illustrated.

e Disconnect
four power
cables from
backplane

9 Disconnect
DVD drive
cables

@ Dpisengage
all RAID
drives

Remove
rear card
guide

@ Remove
RTP board

Procedure continues on next page.
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@ Remove two screws

@ Remove six screws

9 Disengage connector
from SCSl interface board

@ slide backplan to the
side and rotate up to
remove

@ cCarefully slide SCSI
backplane to the rear to
disengage the 12 LEDS

When installing replacement, ensure the LED solder ends clear the cut outs and are
not shorting against the bracket.
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RS-422 adapter removal

RS-422 adapter removal

To remove a RS-422 adapter, first remove the top cover and the codec board, then
proceed as illustrated.

<)

9 Remove — ~
cable S

/ea 5 1 DTE/DCE jumpers
® Remove @ ® Remove board
S (board does not
e

engage in PCI slot)

clvg
4
/ — z
(@
& E\\‘\}
N
5
/)
\:_;
\

N <) / =
.IQ? NG P Al
of| @ v\<®©@) q‘%)é‘, X
L2 SISz
Sabie SSUIREL
0 iﬂ"l
Black
cable

The RS-422 adapter in rear dot seven hasthe blue cable. The RS-422 adapter in rear
dlot three hasthe black cable. Both SD-only modelsand HD/SD models have RS-422
adaptersin these rear panel slots (slot three and slot seven).

On the replacement RS-422 adapter, verify that the jumpers that set channelsto Data
Terminal Emulation (DTE) or Data Communications Emulation (DCE) arein the
same position as those on the adapter that you are replacing.

To configured for DTE mode.
Port 1 (J2) jumper should be set to the Pin 2/3 position.
Port 2 (J3) jumper should be set to the Pin 2/3 position.
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Graphics board removal

To remove the Graphics board, first remove the top cover and the codec board, then
proceed as illustrated.

The faulty Graphics board might be slightly taller than the other board and as such
reguire a shim to mount correctly. This shim can be discarded, as the replacement
Graphics board is the correct height to mount in the rear panel slot without a shim.

On both HD/SD models and SD-only models the Graphics board isin rear panel slot
four, as shown.
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Dual Ethernet adapter removal

Dual Ethernet adapter removal

To remove the Dual Ethernet adapter, first remove the top cover and the codec board,
then proceed asillustrated.

On HD/SD models the Dual Ethernet adapter isin rear panel slot five, as shown. On
SD-only models the Dual Ethernet adapter isin rear panel slot two.
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SCSI controller adapter removal

To remove the SCSI controller adapter, first remove the top cover and the codec
board, then proceed asillustrated.

@ Remove
cable
SCSI 1*

© Remove
screw

Maintain
three coils
in cables

* Locate connector labeling on board under
SCSI connectors. Cable SCSI 0 connects
to CH 0. Cable SCSI 1 connects to CH 1.

On both HD/SD models and SD-only models the RAID controller adapter isin rear
panel slot six, as shown.

After replacing the RAID controller adapter you must do the procedure at
“Configuring NVRAM” on page 49.
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XLR board removal

XLR board removal

To remove the XLR board, first remove the top cover and the codec board then
proceed as illustrated.

\

\\\
O
Qii' <
@ Disconnect

cable

Wby

9 Remove screws (phillips head)

9 Remove screws (phillips head]

When installing the replacement XLR board, apply pressure as you insert the screws
as the screws must cut their own threads.
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Center support bracket removal

Toremovethe bracket that supportsthe center of the codec board, first removethetop
cover and the codec board then proceed asiillustrated.

‘ @ Lift out
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CPU motherboard removal

CPU motherboard removal
To remove the motherboard, first remove the following:
 All boards that occupy rear panel sots
» The center support bracket
» Therear card guide

After removing these components, proceed as illustrated.

0 Disconnect
cables

Front USB
(connects
to SCSI

interface
board) /,

Verify position of
video jumper

Refer to procedures for individual FRUs for cabling detail

9 Remove
13 screws
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Save the connector pand to exchange with the replacement motherboard. When
installing the replacement motherboard, first install the connector panel on the
motherboard, being careful to engage flanges on connectors. Then install the
motherboard in the chassis, making sure the connector panel “snaps’ into the chassis
on al edges.

After replacing the motherboard, make CMOS settings asinstructed in “Making
motherboard CM OS settings’ on page 53.
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