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Before you begin, unpack the following items...

s

— Licenses and
K2 Media Client Warranties
=___ 0=,
Rack slides Release Notes

(o System Software CD (=) Documentation CD
(Z=7) Recovery CD

...and locate the documentation you need.

1. Make cable connections and, if necessary, configure network
Bi-directional channels

Use default settings — DHCP is Each channel (CH1, CH2, CH3, CH4) can You must add shared storage
enabled and the chassis serial be both an input (record channel) and an models to a K2 Storage System.
number is the hostname. If , . output (play channel). You can connect Refer to the K2 Storage System
supported by your network, you ﬁgz?se ::g(:)i(t)puts ﬁgz?::t\?ju:ﬁputs it video/audio IN and OUT to each channel, as Instruction Manual and the K2

’ i i . Media Client System Guide f
can use these defaults. (supports embedded audio). using AES/EBU audio. appropriate for your intended use edia Client System Guide for

complete procedures.
\

Configure network settings — If | I

g?_ceisardy’dpotm;‘erfuﬁ th_e K2 Medla SDICH 1 SDICH 2 SDICH 3 SDICH4— Y ’/}ES/EEUgng AIESIEEUgSTZ w A"l\E‘S/EBUgUTS /-}"E‘SIEBUC()DE#* REF GPIO A\ O O O O
ient and do the following: Ny = W o || hge o[ g o e o [N, o | [P 808080
 Ancess the Windows logon dialog. © oo 0o e 6o oo © © ©|© O|@ ©| === 5553
< g Y | TR 0303050
Use a locally connected keyboard, : . ®) ©) 0505065950505 9595 9559590 _
mouse, and monitor. If not |Oca”y @ =7 gogogogogrl 1~ (=)~ ()~ ()= ()~ ()~ | I GIgE Port 1
connected, use Windows Remote o 0 ‘ T - GigE Port 2

|

Desktop Connection with default — D0 W/ NG/ SONW7N r P

settings as above. @

® | ogon with the default Windows @ @ T
administrator account:

Username: administrator @ @ @ @ leg)
Password: adminK2 @ @ |

IN IN !

]

GigE Port 3
./ GigE Port 4
GigE connections

qEsp

Documentation path to install ® In Network Connections, for — 20 Internal storage models:
K2 Media Clients with internal storage internal storage models configure w ,% —| | Port 1 - Control network
Control Connection #1. For \ l N — 7 ) & SR [ Port 2 - FTP/Streaming
Ros Quick Start Syetom shared storage models, configure B | : PS2-|-USB meilse U O | U080 O Ports 3 & 4 - Not used
, ; Control Team. ‘ ;
Notes Guide Guide L ) Keyboard/Mouse VGA monitor Shared storage models:
Levels 2,3, 10, 20, 30 non-redundant:
Documentation path to install Connect If using LTC, connect Refer to K2 Media Client Connect other cables as needed. -Port 1 - Control network
K2 Media Clients with (shared) K2 Storage System power cords. inputs and outputs as System Guide for RS-422 Refer to the K2 Media Client -Port 2 - Media (iSCSI) network.
needed per channel. connections. System Guide for complete cabling | -€vels 2, 3,10, 20, 30 redundant:
A e T . Ki ; -Port 1 & 3 - Control network
elease Cabling Storage System  System  Quick Start and network instructions. o
Notes Guide  Instruction Manual Guide Guide -Port 2 - Med!a (!SCSI) network A
*Storage Release Notes and Cabling Guide packed with RAID primary chassis k-Port 4 - Media (iSCSI) network B )

4. Make remote connection

3. Install control point software

. Note: You can skip ahead if you are: . Open the AppCenter shortcut
0 Press both bezel-release buttons and flip down front bezel. e Using the Grass Valley control point PC. Skip to step 4. Control point PC 0 p pp .
o - =] ® Accessing the K2 Media Client locally only. Skip to step 5. T — — ] @ Logon to AppCenter with the
] 2] © o) 1] . 1 default K2 administrator account.
[ A I —— @ Choose a network-connected PC System requirements - Username: K2admin
E = === Z PC as your control point. MiC][osoft Wingows XP i rrr— - Password: K2admin
° = |=—= i Professional, Service Pack 2 e
S=—— J=—|==—J= Control point PC (U.S. version) - © Ciick
Pentlum 4 or hlgher CIaSS NwSuile-'BVTND-)()()()()()(_I]efﬂullSuile' Add .

e S oS YD e/ ee— fe—— \

| B b 1 processor, 2 GHz or greater St ane: [SVIVG HECGH_ B aE0RS | @ Enter the K2 Media Client hostname or IP
Minimum 512 MB RAM, T T address. The default hostname is the chassis
@ 1dentify _ — 1 GB recommended serial number (e.g. K2-01AA00015). Refer to
the following: Power  Service Serial Standby K2'S 400 MB hard disk space L LR step 2. Power on to locate the serial number.
LED LED number  switch ystem Graphics acceleration with at
thware CD ||east 128 MB memory e st e [Z0mm0ns 4| ——© Click OK.
© Press the standby switch to power on. @ Microsoft .NET Framework Cancel
At first startup, End User License Agreements appear 1.1 (available on K2 System -
on the screen. Accept the agreements to continue. (2 Insert CD, open the Control Software CD) _
Point folder and run setup.exe. | MS XML 4, Service Pack 2 d

Power LED goes on and stays on. clicking Next, Install, and vc -_— o Click OK and OK to save
Service LED stays off. Startup Finish. = Cance settings and close.
processes complete in approximately
two minutes and the K2 Media Client is
ready for remote connection and
eperation.

el - KZD1AADOD15 x
(available on K2 System Selest chanmels an K2-014400015 1 6 Select the channels to control
Normal startup sequence © Follow on-screen instructions, | Software CD) ‘o / from this control point PC.
\.

J

Continue with Quick Start procedures on the reverse side.
Note: Add shared storage models to a K2 Storage

System before proceeding.



5. Configure channels
/ o Open AppCenter and logon with the K2 administrator account (K2admin/K2admin). If a

6. Record a clip

licensing message appears, refer to K2 Media Client Release Notes.

© Click System | Configuration.

@ Select Player/Recorder © Adjust audio

i}

Click 4 again to
=N\ close the audio
control

o Select a channel

Bi-directional channels

I s .10 Each channel tab has input \
(record) channel settings as e

well as output (play) channel R it e s

settings. Configure the %a0 .. |

settings that apply to your

intended use (play and/or

record) of the channel.

Storage Utilty

Transfer Moritor New Clip Clipt o cip loaded >
Export Log Location: K2-01#000015 /¥ fdefoult

Shutdown Preview

i
Sotaded> [ &l Configuration for KZ-01AADDDIS

Local contrel

Clipt Clip 1 .
Lacatic g k20142000015 s fdafaul

Quk Length:

=

Player/Recorder Recorder Setup:

C2:K2-01440 ... (67 = —rraki MPEG

toad.  §7 Long GOP:  Yes (IBPBitrer . G y, Eﬁﬂm‘m i 0:00:00.00 00:010201 00010124
o Chroma Farmat:  4:2:2 | Local Control
Gangint . i
mo i e | €@ Click tabs, buttons, and scroll bar
<2 ‘ompress YBI:  Yes (Active pickure plus . .
W 7 o to locate settings. I New Bin
. e Bi-directional channels | Flover/Recorder s
il s . C2:K2-01AAD-..
= @ [ 20 n . O Sselect from drop-down lists A channel becomes an input g
= New Clip g mput; H .
Preview Security Automatic VITC deterction:  On tO make Settlngs' Channel When yOU beg|n
L Starting WTClne: 15 recording. The same channel
B . becomes an output channel
“ — = © Ciick OK and Yes when you load apclip for
v Auvdio fpu: . . .
1| . cancel to save settings.. playout. @ Rename clip @ Stop record @ Begin record

Timecode for Record

Find commonly modified settings... And configure as follows: On the AppCenter menu, click
System — Video Standard: Select NTSC or PAL. Restart to put change into effect. Control | Options. On the

- Options dialog box click
Channel—~[Cn_ \— 8* Audio Input: Select AES/EBU or Embedded. Timecode and select VITC,

LTC, or Internal timecode for

Use keyboard or recording and display.
on-screen keypad. \.

Channel—~[Cn__ \— 8-* Number of audio inputs: Select2, 4, etc.

Channel—[Cn __ \— | - Video output timing: Set Line and Sample offset.
\. 8 P 9 P y, r— — Refer to the AppCenter Help menu for complete operating instructions. Refer to
step 8. For more information.

7. Play a clip 8. For more information...

In AppCenter, click Help | AppCenter Help Topics and Find the complete documentation set for K2 products
read the complete documentation for operating and on the Documentation CD:

configuring K2 Media Client channels. ‘
K2
Documentation - User Guide
| Help :

@ Select a channel © Select Player/Recorder @) Drag a clip into the channel

o200 Softwarsversion X1

er/Recorder

- System Guide

- Service Manual
Ciat gip 1 System Status
Lacation: K2-01A2000015 A fdefault A Center Hel TO ics - Storage SyStem Manual
pp p 1op - RAID Instruction Manuals
L O In: Qut: Ler—.
XX I
<na tlip loadsd> 00000000 00:00 e 00:00:13,05 About AppCenter
VDR 00:00:13,05
Player/Recorder s D e« [« [ Doy @ . P :
e Go to http:www.thomsongrassvalley.com/support Use the following information to contact
£ ot <10 cp NG and search the FAQ Knowledge Bank. product support by phone during business
: Locstion: M PROTO-E hours. Afterhours phone support is available
2l Grass ¥alley: Support - Microsoft Internet Explorer 3y
for warranty and contract customers.
— International 80080802020 ltaly +39.02 24 1316 01
—— - (France) +33148 252020 +39 06 87 20 35 42
Eject the cli Play the cli [Fome m Aska Question | My Stuff Login _Help International +800 547 8949 Belarus, Russia, Ukraine, +7 095 258 09 20
e J p o y p . Ip==— - ora c o o (United States, Canada) +1 530478 4148 Tadzikistan, Uzbekistan  +33 (0) 2 334 90 30
[»] oper| (pUTO ) faeary © o) el et Hong Kong, Taiwan +85225313058  Indian Subcontinent  +91 11515 282 502
Searchy Sortby Korea, Macau +91 11 515 282 504
| s corent vt = Bl Australia, New Zealand  +611300 721495 Germany, Austia, . Europe +49 6150 104 44
that are out of procuction)| (N page [T =latts | b Central, South America  +55 11 5509 3440 Near East, Africa +33148252020
troubleshosting and inform T T T T R T China +861 066 0159 450  Netherlands +31(0) 35 62 38 421
24 hours a day. These res| | B8 1258 multiple multiple DOWNLOAD THE LATEST SOFTWARE? Be|gium +32 (0) 23349030 Northern Europe +45 4596 88 70
‘ v 1678 S‘EJ\V/:;/ Shared M-Series QAAEEQ/EFSIESDQ\SlE/Fwmwave/SeMce Bulletins/Service Japan +81 3 5484 6868 Singapore +65 6379 131 3
Lo o Son | B T Cpem  TebamTEEm (AR Malaysia +6037805 3884 Spain +41487 80 02
Siage Middle East +97142996440 UK, Ireland, Israel +44 118 923 0499
5 1084 Switchers Kalypsa Kalypso - Still Store LAN issues
6 1733 Switchers KayakDD How do | install Kayak-DD Side Panel Software?
7 257 Routers SMS 7000 SMS7000-Software Upgrades.
@ o 8 1784 Switchers KayakDD My Kayak-DD-1 seems to Glitch on Wipe transitions, : L'j
— — Refer to the AppCenter Help menu for complete operating instructions. Refer to [ 10 e 4

step 8. For more information.
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