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3. Install control point software

4. Make remote connection

. Note: You can skip ahead if you are: . Open the AppCenter shortcut
@ Press both bezel-release buttons and flip down front bezel. e Using the Grass Valley control point PC. Skip to step 4. Control point PC 0 p pp .
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9 Press the standby switch to power on.
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At first startup, End User License Agreements appear
" ; o @ Insert CD, open the Control | Software CD)
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Point folder and run setup.exe. | MS XML 4, Service Pack 2 Selemmm R
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Power LED goes on and stays on © Follow on-screen instructions, "
' clicking Next, Install, and \. ~ v R Co 0 Click OK and OK to save

Service LED stays off. Startup g X
processes complete in approximately Finish. 45 e settings and close.
two minutes and the K2 Media Client is
ready for remote connection and
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Note: Add shared storage models to a K2 Storage Continue with Quick Start procedures on the reverse side.

System before proceeding.



5. Configure channels 6. Record a clip

/ o Open AppCenter and logon with the K2 administrator account (K2admin/K2admin). If a

licensing message appears, refer to K2 Media Client Release Notes.

© Click System | Configuration.

@ Select the Recorder application €@ Adjust audio
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Click 4 again to
LN\ close the audio
control

Analog/SDI channels @ Select a channel

Configure input channels
(R1 and R2) to receive
either SDI or Analog
Composite video input.
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N E) Timecode for Record

Find commonly modified settings... And configure as follows: Click the Options button to
System — Reference Standard: Select NTSC or PAL. Restart to put change into effect. open the Options dialog box,
then click Timecode and
Channel—[Rn__\— |nput type: Select SDI or Analog Composite. select VITC, LTC, or Internal
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. _ “ e : on-screen keypad. \. J
Channel—[Pn_ \— 8—» Audio output: Embedded output group(s): Select Group 1, Group 2, etc. — — o _
\ : y, Refer to the AppCenter Help menu for complete operating instructions. Refer to

step 8. For more information.

8. For more information...

7. Play a clip

o Select a channel

In AppCenter, click Help | AppCenter Help Topics and Find the complete documentation set for K2 products
read the complete documentation for operating and on the Documentation CD:

configuring K2 Media Client channels. ‘
K2
Documentation - User Guide
| Help 0x Software version XX

- System Guide

- Service Manual

- Storage System Manual

- RAID Instruction Manuals

9 Select the Player application 9 Double-click or drag a clip into the play channel
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