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Quick Start Guide

Bi-directional channels

SDI connections

1. Make cable connections 2. Start up

Ethernet connections
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3. Disable write filter

The K2 Summit Production Client has a file-based write filter to
protect from changes and increase on-air reliability. The write filter
must be disabled before making changes and enabled after
changes are complete.

Disable the write filter as follows:

Quick Start
Guide

4. Configure network and, if necessary, storage

5. Configure channels

@ Open AppCenter and logon with the K2 administrator account
(K2Admin/K2admin). If a licensing message appears, refer to
K2 Release Notes.

o Use SiteConfig as appropriate for your K2 system and on-site networking.

e Standalone internal or direct-connect storage — Install
SiteConfig on a control point PC, discover the K2 Summit
Production Client, and configure network interfaces.

- Configure Control Team for the control network.

- If desired, configure Media Connection #1 for the
FTP/Streaming network.

Refer to K2 Release Notes for instructions.

Default network settings

DHCP is enabled and the
chassis serial number is
the hostname.

@ Click System | Configuration.
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o Click Start | All Programs | Grass Valley | Write Filter Utility.
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Exclusions locked.

The list of "write-through” files and directories excluded from write filier protection,

Number of audio inputs: 16

configuration is necessary. Storage is
pre-configured.

Summit Production

Embedded input group(s): Groups 1,2, 3. 4

C"ent. A1/A2input format:  16-bit PCM ED_—K.‘_ e CIICk OK and
e ® Direct-connect storage — Use Storage Utility to Bind RAID disks and make file system. [ Yes to save
S Refer to the K2 System Guide. TSR settings.

Remave

Commit file to physical disk:

® Shared storage — Use the K2 System Configuration application to add the K2 Summit
Production Client to the K2 SAN and configure it on the SAN. Refer to the K2 SAN
Installation and Service Manual.

Browse Commit

@ When changes are complete, enable the write filter.

Settings with * will take effect after 2 reboat.

e

To enable the write filter, set Filter to Enable and restart.

Continue with Quick Start procedures on the reverse side.



5. Record and play 6. Create a playlist

Bi-directional channels

A channel becomes an input
channel when you begin
recording. The same channel
becomes an output channel
when you load a clip for
@ Ia'yOUt' System  Edit View Control Clips

c1 NT, Look in:

© stop record

. 0 Select Playlist 9 Drag clips into
@ Begin record the channel

0 Select a channel

In:
00:00:00,00 DO
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c2 01:00:04;12 + 00:00:12,15

Insert £ p ; ’E'

+Load
~+Load, o

5 ~+Properties
P ropertie: o

+Options... -+Goto...

Layer 2

Player/Recorder K > H
Cc3

~Load...
~+Properties

+Options... ~+Options...

@ Drag a clip into the
channel

Timecode for Record

On the AppCenter menu, click
Control | Options. On the
Options dialog box click
Timecode and select the
timecode for recording and

J— — kdisplay. ) J— —

@ Play the clip © Play the list

8. For more information...

p N In AppCenter, click Help | AppCenter Help Topics and Find the complete documentation set for K2 products
read the complete documentation for operating and on the Documentation CD:

configuring K2 Summit Production Client channels.
- User Guide
|He|p =

- System Guide

- Service Manual

- SAN Manual

- RAID Instruction Manuals

Click View | Video Monitor

v Toolbar

Clipml 7.

Full Screen

Video Monitor

System Status

AppCenter Help Topics

: : About AppCenter
Video monitor support

The VGA resolution must be
1024 x 768 x 32 or greater to

00:02:37,25

Use the following information to contact

i roduct support by phone during business
Go to http:www.grassvalley.com/support and find ﬁours. AfteFr)r?ours )[:/)r?one supporgt] is available

solutions to problems. for warranty and contract customers.

support live (moving) video
monitoring.

International +800 80 80 20 20
(France) +33 148252020
o International +800 547 8949

(United States, Canada) +1 530 478 4148
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Erer http:www.grassvalley.com/support/contact/phone for
| — . phone numbers to contact your local support center
T — : directly during normal business hours.

y programs to ensure optimal system performance and
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1 T maximize uptime.
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