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1. Unpack

Open boxes and find documentation in product packaging.

3a. Cable as shown for non-redundant (L35) system. Follow step 3b on reverse side for redundant system.

NOTE: K2 Summit Production
Client is shown. Refer to the
K2 SAN Installation and
Service Manual for SAN

To media (iSCSI) port cabling on other K2 clients.
on GigE switch
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Documentation packed with RAID Primary Chassis:
Documentation CD*
Cabling Guide

10 Gig connections to
rear of switch for optional
NH1-10GE servers

L30 RAID Primary

Chassis Media (iSCSI) ports

RAID Expansion
Chassis (optional)
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Documentation packed with RAID Expansion Chassis:
None

00 & []

—
-
=

ﬁrl$l$l‘n’ ‘|||r Y YY)
JLIéIéIMUL 4.0

Control ports ) )
Control ports are for control connections from K2 clients,
Aurora products, automation, etc., as well as FTP

*Read the K2 SAN Installation and Service Manual and other connections from Grass Valley and 3rd party systems.

manuals on the Documentation CD for complete instructions.

- User Guide

- System Guide

- Service Manual

- SAN Manual

- RAID Instruction Manuals

To K2 Media To K2 Media To NH server To control port
Server 2 Server 1 (optional) on GigE switch
N A\ A.

Optional NH1-10GE

A\ — / .
e 1 K2 Media Server
' = oo ==
I 81 .=,
00— | faerg o °
A L 3
LR =B [ ™Hoco 3
SAS cable connectors are keyed to DP IN/OUT P”mary
2 RaCk Fibre Channel To control port FTP: To 10 Gig port
. to RAID controller on GigE switch on GigE switch
L
Mount devices in your racks. A suggested °c°

elevation is shown.

Gigabit Ethernet

G§K2 Media Servers

SAS cables/

Switches | o
[ — [ ) — T Fibre Channel To media (iISCSI)
. [ E— to RAID controller ports on GigE switch
K2 Media Servers = 1 1
[e}Nele] N —1 [e}Nele]
| % 1, | 1007 ],
2 | = — .
clients RAID Primary RN 2 1 [ cEec@me =HEH m@o 00 o
Chassis 00 == 99 Plol® © WKE:\?Q 99 (I Roles: Media File System Server To control port
T Metadata (database) Server GigE switch
Tl \T Expansmn 2 iSCSI Bridge on GigE switc
[¢} o}
i E i E i Fibre Channel To media (iISCSI)
RAID EXpanS|on Xpa:?smn xpa‘?slon to RAID controller ports on GigE switch
i i ; ; | 1—I
Chassis (optional) Continue this cable pattern for I L I T
additional Expansion Chassis e 11 2

2| [ -=mmm- == Zooo 3

To support RAID bezels, o Roles: iSCSI Bridge To control p&t FTP: To control port

Front ‘N NAS Server on GigE switch on GigE switch.
attach brackets over rail S Chassis (FTP Server if NH Do not use if optional NH server
chassis protrusions as bracket . / protrusions server is not present) is present to handle FTP traffic.

shown.
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3b. Cable as shown for redundant (L35R) system. Follow step 3a on reverse side for non-redundant system.

NOTE: K2 Summit Production
Client is shown. Refer to the
K2 SAN Installation and
Service Manual for SAN

To media (iISCSI) port To media (iISCS]I) port i i
on GigE switch A on GigE switch B Cablmg on other K2 clients.
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model’s Quick Start Guide for
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