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1. Unpack

Mount devices in your racks. A suggested 
elevation is shown.

To support RAID bezels, 
attach brackets over 
chassis protrusions as 
shown.

2. Rack

3. Cable as shown.
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K2 
client

Read the K2 System Guide and other manuals on the 
Documentation CD for complete instructions.

- User Guide
- System Guide
- Service Manual
- SAN Manual
- RAID Instruction Manuals

K2
Documentation  
Xxx 200x Software version XX

System Requirements:
Microsoft Windows and 
Internet Explorer 5.5x or 
Netscape 4.7x or later.

If this disc does not  
auto-start, open the 

home.htm file on the disc.

.
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protrusions

Front
rail
bracket

Open boxes and find documentation in product packaging.

Documentation packed with K2 clients: 
Documentation CD*
Quick Start Guide
Release Notes

Documentation CD*
Cabling Guide
 

None 

Documentation packed with RAID Primary Chassis: 

Documentation packed with RAID Expansion Chassis:
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K2 Media Client

Fibre Channel card can be in a different location than shown, but connections are similar.
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Cable connectors are keyed
to DP IN/OUT ports.

K2 Media Client model SD-00 
is shown. Other models have 
similar connections. Refer to 
each model’s K2 Media Client 
Quick Start Guide for other 
cabling details.

Refer to the K2 Summit 
Production Client Quick Start 
Guide for other cabling details.
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